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The  objective  of  this  effort  was  to  develop  MIL-M-38510  slash  sheets  for 
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nical  analyses  of  manufacturer  generated  functional  test  programs  and  the 
changes  made  to  them.  Four  slash  sheets  (not  included  in  this  report) 
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PREFACE 

This  Final  Report  was  prepared  by  General  Electric  Ordnance 
Systems,  100  Plastics  Avenue,  Pittsfield,  Massachusetts,  for  Rome 
Air  Development  Center,  Griffiss  Air  Force  Base,  New  York,  under 
contract  F30602-78-C-0172. 

It  covers  the  period  from  April  1978  to  May  1980.  Mr.  Regis  C. 
Hilow,  RBRM,  was  the  RADC  Project  Engineer. 

The  work  on  this  project  was  performed  by  the  Electronic  Circuits 
Engineering  Operation  and  Components  Engineering  Unit.  Project  re¬ 
sponsibility  was  held  by  Messrs.  Thomas  M.  Ostrowski  and  Barney  W. 
Hajduk  of  Circuit  Design  Engineering.  Key  individuals  who  made 
significant  contributions  to  this  report  were  Messrs.  Donald  Tucker, 
John  Luzzi,  Lawrence  Deluca,  James  Schwehr,  and  Richard  English. 
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Evaluation 


The  prime  objective  of  this  effort  was  to  evaluate  the  electrical  design  and  to  electrically 
characterize  complex  LSI  microcircuits  to  assure  their  performance  in  a  military  environment. 
Emphasis  was  placed  on  completing  the  electrical  characterization  of  the  2900  family 
and  to  initiate  activity  on  the  support  devices  for  the  6800  microprocessor.. 

The  methodology  for  development  of  the  electrical  test  requirements  for  these  parts 
did  not  differ  from  that  used  on  other  parts  with  similar  complexities  and  process 
technologies  such  as  the  8080A.  Each  device  was  partitioned  into  functional  logic  blocks 
such  as  registers,  counters,  etc.  and  all  data  and  control  paths  identified.  Test  vectors 
were  developed  to  test  each  block  and  to  guarantee  the  integrity  of  each  control  and 
data  path.  The  comolete  instruction  set  was  tested  under  various  conditions  and  the 
effects  of  pattern  sensitivity  evaluated.  Throughout  this  activity  emphasis  is  placed 
on  assuring  that  the  final  test  program  can  be  implemented  by  the  device  vendors  on 
their  automatic  tester  and  that  total  test  time  is  optimized. 

By  the  completion  of  this  effort  the  9900A  microprocessor  was  completely  characterized 
and  coordinated  with  OOD/NASA  agencies.  Military  specifications  were  also  prepared 
for  the  2909,  2910  and  6821  in  the  course  of  this  contract.  DOD/NASA  coordination 
is  near  completion  for  these  specifications.  Other  special  topics  such  as  the  use 
of  dedicated  testers  by  vendors  are  also  addressed  in  this  report. 

R  ADC,  as  preparing  activity  of  MIL-M-38510,  General  Specification  for  Microcircuits, 
is  responsible  for  managing  the  development,  preparation  and  coordination  of  detail 
slash  sheets  for  this  specification.  This  study  and  future  studies  will  be  directed  at 
providing  on  timely  basis  OOD/NASA  system  builder  state-of-the-art  VLSI  devices  that 
satisfy  military  environmental  reouirements. 

RECIS  llILOW 
Project  Engineer 
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SECTION  I 


SUMMARY 


This  report  details  the  functional,  AC,  and  DC  test  analysis  per¬ 
formed  on  three  microprocessor  support  devices  and  the  follow-on 
test  development  performed  on  a  previously  characterized  micro¬ 
processor  and  support  device.  The  results  of  the  support  device  :1 

analysis  were  used  in  the  development  of  MIL-M-38510  slash  sheets 

(not  included  in  this  report).  The  characterized  devices  are  listed  ' 

below.  !  j 

The  "Procedure  for  LSI  Functional  Test  Development",  which  |  '■ 

was  established  on  previous  RADC  contracts  and  documented  in  j 

Report  RADC-TR-78-138,  June  1978,  formed  the  basis  for  this  evalua¬ 
tion.  The  same  report  also  included  the  results  of  the  characterizations 
of  the  2901A  Four  Bit  Microprocessor  Slice  and  the  8212  Eight  Bit  I  O  !  . 

Port  which  were  followed-up  on  this  contract. 

The  capabilities  of  a  dedicated  benchtop  tester  (Megatest  Q8000) 
were  reviewed  to  determine  it’s  applicability  to  MIL-M-38510  testing. 

Characterized  Devices  ; 

2 

9900A  -  16  Bit  I  L  Microprocessor 
6821  -  Peripheral  Interface  Adapter 

2909  -  Microprogram  Sequencer 

2910  -  Microprogram  Controller 


SECTION  II 


INTRODUCTION 

This  characterization  was  an  extension  of  similar  efforts  per¬ 
formed  for  other  microprocessors  and  support  devices  on  previous 
RADC  contracts.  On  these  earlier  contracts  a  test  philosophy  was 
developed  for  microprocessors  and  other  LSI  devices.  This  phil¬ 
osophy  was  subsequently  used  to  develop  functional  tests  for  inclusion 
in  the  first  MIL-M-38510  slash  sheets  for  microprocessors.  Various 
support  devices  for  microprocessors  were  also  characterized  on  these 
contracts  and  since  the  support  devices  were  not  as  complex  as  the 
microprocessors,  it  was  possible  to  perform  gate  level  analysis  on 
them  during  functional  test  development. 

This  report  includes  the  evaluation  of  the  functional  tests  pro¬ 
vided  by  the  vendors  for  the  9900 A  16  Bit  I2L  Microprocessor(/460), 
the  6821  Peripheral  Interface  Adapter  (/401),  the  2909  Microprogram 
Sequencer  (/443),  and  the  2910  Microprogram  Controller  (/445).  A 
functional  block  level  analysis  was  performed  on  the  9900  and  the  6821 
using  the  test  philosophy  developed  on  the  previous  contracts.  The 
vendor  for  the  2909  and  2910  provided  gate  level  logic  diagrams  which 
were  used  for  the  analysis  of  these  devices. 

During  this  characterization  the  vendors  for  the  2901A  Four  Bit 
Microprocessor  Slice  and  the  8212  Eight  Bit  I/O  Port  began  efforts  for 
qualification.  The  vendor  for  the  2901  A  reviewed  slash  sheet  440  and 
began  writing  test  programs  to  conform  to  its  requirements.  Some 
test  difficulties  were  encountered  during  this  effort  and  it  became 
necessary  to  make  changes  to  the  specification.  Section  VII  of  this  re¬ 
port  describes  the  problems  encountered  and  their  solutions. 

The  8212  vendor  submitted  his  in-place  tests  for  use  in  lieu  of 
the  tests  in  the  421  slash  sheet.  These  were  reviewed  and  comments 
and  recommendations  were  forwarded  to  RADC,  DESC,  and  the  vendor . 
The  vendor  is  presently  reviewing  them  so  that  a  disposition  of  the 
testing  can  be  made.  Section  VIII  describes  the  review  of  the  8212. 

As  more  vendors  began  to  use  dedicated  benchtop  testers,  it 
became  necessary  to  learn  their  capabilities  as  a  means  of  determin¬ 
ing  their  applicability  to  MIL-M-38510  testing.  Section  IX  describes 
GE's  preliminary  review  of  the  Megatest  Q8000. 
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SECTION  III 


FUNCTIONAL  TEST  EVALUATION  FOR  THE  9900A 


Objective 

The  purpose  of  this  evaluation  was  to  review  the  functional  test 
which  Vendor  F  had  submitted  for  inclusion  in  the  slash  sheet  for  the 
9900A.  The  method  ised  has  been  previously  documented  in  RADC 
Report  RADC- TR- 78- 13 8  and  will  not  be  repeated  here.  In  this  report, 
it  will  be  referred  to  as  the  checklist  for  LSI  testing. 

Summary 

The  evaluation  of  the  functional  test  for  the  9900A  was  different 
from  that  for  other  microprocessors  in  that  more  of  it  was  performed 
by  the  vendor.  On  other  devices,  the  vectors  were  evaluated  by  GE 
and  the  vendor  was  asked  questions  when  clarification  was  required. 
The  technical  contact  for  the  9900A  had  been  involved  in  the  develop¬ 
ment  of  the  functional  test  and  it  was  easier  for  him  to  evaluate  some 
parts  of  the  test. 

Vendor  F  supplied  the  following  information  for  the  evaluation. 

1.  A  hexadecimal  listing  of  their  test  vectors. 

2.  The  output  (FUSIM  listing)  from  their  functional 
simulator  program.  This  listed  the  status  of  the  in¬ 
ternal  registers  and  other  selected  points  for  each 
vector. 

3.  An  assembly  listing  of  the  functional  test. 

4.  A  more  detailed  block  diagram  than  the  one  in  the 
catalog.  This  block  diagram  is  shown  in  Figure  3-1. 


5.  A  description  of  the  machine  cycles  required  to  ex¬ 
ecute  each  of  the  op  codes. 


CONTROL  LOGIC 


9900  BLOCK  DIAGRAM 


This  information  was  reviewed  and  a  list  of  tests  required  to  check 
the  9900A  was  developed.  This  list,  which  formed  the  basis  for  the 
evaluation,  was  sent  to  Vendor  F  along  with  a  list  of  questions  for  them 
to  answer.  While  Vendor  F  was  investigating  these  questions,  GE  was 
evaluating  other  parts  of  the  test. 

Vendor  F's  answers  were  reviewed  for  completeness  and  in  some 
cases,  they  were  contacted  for  additional  information.  A  meeting  was 
held  at  the  vendor’s  facility  to  review  the  entire  evaluation  and  to  obtain 
answers  to  any  questions  that  remained. 

During  the  evaluation  it  was  found  that  not  all  of  the  required  tests 
were  performed.  Vendor  F  agreed  to  make  the  necessary  changes  to 
their  test.  A  summary  of  these  changes  is  presented  at  the  end  of  this 
report. 

Discussion 


The  9900A  was  divided  into  blocks  or  areas  that  had  to  be  tested 
or  verified  and  then,  using  the  checklist  for  LSI  testing  as  a  guide,  a 
list  of  tests  required  to  check  each  of  them  was  developed.  The  follow¬ 
ing  areas  were  defined: 

1.  RESET  verification 

2.  ALU  operation 

3.  Conditional  branch  logic 

4.  Instruction  register  and  decoding  logic 

5.  Multiplexer  verification 

6.  Status  register 

7.  Interrupt  circuitry 

8.  CRU  interface 

9.  Register  verification 

10.  Control  functions 

11.  Data  bus  verification 

12.  Miscellaneous  verification 

The  required  tests  and  results  of  the  evaluation  for  each  of  these 
areas  are  presented  below: 


1.  RESET  verification 

a)  Verify  that  the  proper  memory  addresses  are  generated  for 


the  acquisition  of  a  workspace  pointer  (WP)  and  program 
counter  (PC)  from  memory. 

b)  Verify  that  the  status  register  is  reset  properly.  This  re¬ 
quires  that  each  bit  be  a  one  prior  to  reset. 

c)  Verify  that  WE  and  CRUCLK  are  inhibited. 

During  a  reset  cycle  the  contents  of  the  WP,  PC,  and  status  re¬ 
gister  (ST)  are  stored  and  then  these  registers  are  reloaded,  the  latter 
with  all  zeroes.  Although  a  reset  was  done  at  the  beginning  of  each  test 
block  the  outputs  were  not  monitored  because  the  contents  of  the  internal 
registers  were  not  known.  Two  resets  were  done  after  the  registers 
were  initialized.  This  verified  that  the  registers  were  stored  into  memory 
properly  and  that  the  WP  and  PC  were  reloaded  with  the  contents  of 
memory  addresses  0000  and  0002  respectively.  However,  the  ST  was 
not  checked  after  the  reset  to  verify  that  it  contained  all  zeroes.  Vendor 
F  agreed  to  add  a  test  which  would  verify  that  the  ST  was  reloaded  with 
all  zeroes  during  reset. 

The  outputs  of  the  9900A  were  not  monitored  on  every  vector  in  the 
test.  Vendor  F  agreed  to  change  the  test  so  that  DBIN,  MEMEN,  WE, 
CRUCLK,  HOLDA,  WAIT,  and  CYCEND  are  monitored  on  every  vector. 
With  this  change  it  is  verified  that  WE  and  CRUCLK  are  inhibited  during 
reset. 

2.  ALU  Operation 

a)  Verify  add  and  subtract  operations. 

b)  Verify  AND,  OR,  and  EXOR  operations. 

c)  Verify  left  and  right  shift  operations. 

d)  Verify  any  other  operations  which  exist. 

The  ALU  in  the  9900A  is  similar  to  a  74181  and  performs  the 
following  operations  on  the  A  and  B  inputs. 


0 

A  *  B 

A  *  B~ 

A  plus 

B 

A 

A"*  B 

B 

A~ 

A  +  B 

A  ©B 

All  l's 

A  plus  B 

All  of  the  operations  it  can  perform  are  used  at  least  twice  during 
the  test  sequence.  Many  of  the  operations  are  used  more  often  because 
of  the  extensive  use  of  the  ALU  during  the  fetching  and  execution  of  the 
different  op  codes.  Since  a  large  amount  of  data  passes  through  the 
ALU  it  is  probable  that  all  stuck  at  faults  that  could  affect  arithmetic 
operations  are  detectable  and  an  in  depth  analysis  was  not  done.  How¬ 
ever,  the  logical  operations  are  not  used  as  extensively  so  these  were 
evaluated.  It  was  found  that  all  of  the  logic  functions  except  AB  were 
thoroughly  checked  for  stuck  at  faults.  Bit  positions  1,  5,  6,  9,  10,  11, 
13,  14  and  15  never  had  00  applied  and  bit  positions  9,  11,  13,  and  15 
never  had  10  applied.  Vendor  F  agreed  to  add  tests  to  apply  these 
conditions. 

The  four  shift  op  codes  (SRA,  SRL,  SRC,  and  SRL)  use  the  DMUX, 
the  SD  register,  and  the  shift  counter  which  keeps  track  of  the  number 
of  shifts.  The  four  instructions  were  each  used  at  least  twice  with  both 
ones  and  zeroes  shifted  in  a  variety  of  patterns  to  verify  the  left  and 
right  shift  operations.  Since  the  SRA  instruction  fills  the  vacated  posi¬ 
tions  with  the  original  most  significant  bit  (MSB)  of  the  word,  it  was 
verified  that  this  instruction  was  done  with  both  a  one  and  a  zero  in 
this  position. 

The  shift  count  can  be  obtained  from  the  C  Held  of  the  instruction 
or  bits  12  -  15  of  workspace  register  zero  (WRO)  if  C  =  0.  If  bits 
12  -  15  of  WRO  equal  0  then  the  shift  count  is  16.  The  shift  operations 
performed  used  all  three  methods  of  obtaining  the  shift  count. 


Ill- 5 


3.  Conditional  branch  logic 


a)  Execute  all  jumps  for  both  a  true  and  a  false  condition.  The 
flags  not  under  test  should  be  such  that,  if  they  are  in¬ 
correctly  selected,  the  jump  is  not  performed. 

The  jump  instructions  result  in  a  new  value  being  loaded  into  the 
program  counter  if  the  bits  of  the  status  register  are  at  the  specified 
values.  The  conditions  required  for  the  various  jumps  to  occur  are 
shown  in  Table  3-1. 

Analysis  of  the  jump  instructions  revealed  that  two  of  them  were 
not  completely  tested  with  respect  to  execution  for  both  the  true  and 
false  conditions.  A  jump  high  (JH),  which  requires  that  STg  -  l  and 
ST2  =  0,  was  never  attempted  with  STg  =  1  and  ST2  =  1  to  verify  that 
a  jump  would  not  occur.  The  jump  low  or  equal  (JLE)  instruction, 
which  requires  that  STg  =  0  or  ST2  =  1,  was  also  not  thoroughly  checked. 
The  jumps  that  were  performed,  occurred  when  STg  =  0  and  STo  =  0  and 
when  STg  -  0  and  ST2  =  1.  This  did  not  verify  that  just  ST2  =  I  was 
required  to  cause  a  jump. 

Analysis  also  revealed  that  the  dependence  between  the  status 
register  bits  and  jump  instructions  was  not  shown.  A  jump  should  or 
should  not  occur  with  a  change  in  a  bit  position  while  all  other  status  bits 
remain  in  the  same  state.  This  requirement  was  met  by  some  but  not 
all  of  the  jump  tests. 

The  last  item  analyzed  in  this  area  was  the  displacement  as¬ 
sociated  with  each  jump  operation.  This  displacement,  which  consists 
of  bits  8  through  15  or  the  instruction,  is  transferred  from  the  instruc¬ 
tion  register  to  the  ALU,  multiplied  by  two,  and  then  added  to  the  pro¬ 
gram  counter.  It  was  verified  that  during  the  execution  of  the  jump 
instructions  each  of  the  bit  positions  in  the  displacement  assumed  both 
a  one  and  a  zero  state  to  detect  any  stuck  at  faults.  Independence  of  the 
data  path  between  bits  8  through  15  or  the  instruction  register  and  the 
ALU  was  checked  by  the  op  codes  that  used  any  of  the  registers  or  re¬ 
quired  a  displacement  or  shift  count. 

Vendor  F  agreed  to  add  the  tests  required  to  thoroughly  check  the 
execution  of  the  jump  instructions  and  to  verify  the  relationship  of  the 
status  register  bits  and  the  jump  instructions. 


TABLE  3-1  CONDITIONS  REQUIRED  FOR  JUMP  INSTRUCTIONS 


4.  Instruction  register  and  decoding  logic 


a)  Execute  each  instruction  type  at  least  once. 

b)  Use  all  addressing  modes  and  all  combinations  of  address 
modifiers. 

c)  Access  all  used  locations  in  the  ROM. 

d)  Use  all  of  the  constants  in  the  constants  block. 

e)  Verify  that  each  type  of  illegal  op  code  is  recognized  as 
such  by  the  device. 

f)  Verify  the  integrity  and  independence  of  each  bit. 

The  instruction  set  for  the  9900  consists  of  69  basic  operations. 
When  the  different  addressing  modes  and  combinations  of  address 
modifiers  are  taken  into  account,  a  large  number  of  variations  are 
available.  Evaluation  of  a  functional  test  revealed  that  each  of  the 
basic  operations  was  performed  at  least  once,  but  not  all  of  the  varia¬ 
tions  were.  However,  it  is  not  necessary  to  execute  all  of  them  to 
thoroughly  test  the  9900  because  of  the  implementation  of  the  logic. 

The  TS  and  TD  fields  of  the  instruction  specify  the  addressing 
modes  to  be  used  and  the  S  and  D  fields  specify  the  address  modifiers. 
Table  3-2  lists  the  addressing  modes  available.  The  instructions  for 
the  9900  are  decoded  in  groups;  e.g.,  dual  operand  instructions  are  a 
group.  To  completely  test  the  9900,  each  of  the  five  addressing  modes 
should  be  tested  for  each  group.  This  requirement  was  met. 


Symbol 

TS  TD 

S'D 

Mode 

R 

00 

0-15 

Workspace  Register 

*R 

01 

0-15 

Workspace  Register  Indirect 

@ 

Label 

10 

0 

Symbolic 

@ 

Table  (R) 

10 

1-15 

Indexed 

*R  + 

11 

0-15 

Workspace  Register  Indirect 
Autoincrement 

TABLE  3-2  9900A  ADDRESSING  MODES 
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All  combinations  of  address  modifiers  were  not  used.  However, 
it  is  not  necessary  to  do  so.  During  execution  of  an  instruction  the 
modifier  is  fetched  from  the  appropriate  field  of  the  instruction  re¬ 
gister  and  added  to  the  base  address  by  the  ALU  to  obtain  the  final 
required  address.  Since  the  ALU  is  used  extensively  throughout  the 
execution  of  the  instructions  it  is  highly  probable  that  all  stuck- at  - 
faults  in  it  are  detected. 

It  is  necessary  to  have  each  bit  assume  a  one  and  a  zero  state  in 
each  instruction  field  used  for  the  modifiers  to  ensure  that  the  connect¬ 
ing  lines  from  the  instruction  register  to  the  ALU  are  free  of  stuck- at  - 
faults.  In  addition  it  is  necessary  to  verify  the  independence  of  these 
lines.  These  requirements  were  met. 

The  ROM  in  the  9900  contains  256  addresses.  Evaluation  of  the 
functional  test  revealed  that  approximately  two-thirds  of  the  addresses 
were  accessed.  Vendor  F  verified  this  and  stated  that  the  remaining 
addresses  were  not  used.  The  only  way  they  can  possibly  be  accessed 
would  be  during  a  power  up  without  reset.  If  this  occurred,  the  program 
counter  would  be  incremented  by  two  and  another  instruction  would  be 
fetched  during  the  next  two  clock  cycles.  There  is  no  way  to  force  the 
9900  to  access  the  unused  addresses. 

An  analysis  was  performed  by  Vendor  F  to  verify  that  if  the  ROM 
bits  were  stuck  at  the  incorrect  value  they  would  be  detected  by  the  sub¬ 
mitted  test.  From  the  analysis  ii  was  determined  that  additional  in¬ 
structions  and  asynchronous  inputs  are  required.  These  tests  were 
added. 

Vendor  F  was  asked  for  information  concerning  the  contents  and 
testing  of  the  constants  block.  They  stated  that  the  constants  are 
stored  in  a  PLA  and  are  routed  from  it  to  the  B  bus  of  the  ALU.  All  of 
the  constants  were  used  a  minimum  of  two  times.  The  constants  are 
used  in  additions  by  the  ALU  and  any  stuck-at-fault  should  be  detected 
by  incorrect  addresses  or  data  errors  during  memory  storage. 

The  9900  has  a  number  of  illegal  op  codes  which  are  grouped  by 
format  type  as  are  the  legal  ones.  When  an  illegal  op  code  is  applied, 
the  program  counter  should  be  incremented  by  two  and  the  next  in¬ 
struction  fetched.  An  illegal  op  code  is  included  in  the  test  for  each 
decoded  illegal  format  type  to  verify  proper  operation  of  the  9900. 
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A  store  status  instruction  had  to  be  added  after  two  of  the  illegal  op  codes 
to  verify  that  the  status  register  does  not  get  changed  by  them.  The  in¬ 
tegrity  and  independence  of  each  bit  in  the  instruction  register  were 
verified  in  the  test. 

5.  Multiplexer  verification 

a)  Verify  that  each  multiplexer  can  pass  a  one  and  a  zero 
in  each  selection  position  with  the  other  data  inputs  in 
the  complement  state. 

It  was  verified  that  all  multiplexers  are  exercised  in 
valid  data  transfers.  It  was  not  confirmed  that  a  zero  and 
a  one  appear  on  each  data  input  line  for  each  multiplexed 
selection.  The  probability  that  this  happens,  however, 
is  very  high  due  to  the  volume  of  data  that  is  transferred 
within  the  9900. 

6.  Status  register 

a)  Verify  the  integrity  and  independence  of  each  bit. 

b)  Verify  that  each  bit  can  be  set  and  reset  by  each  op 
code  that  should  affect  it. 

c)  Verify  that  certain  op  codes  do  not  affect  the  status 
register. 

The  status  register  contains  the  interrupt  mask  level  and  infor¬ 
mation  pertaining  to  the  instruction  operation.  Evaluation  of  the  test 
sequence  verified  that  each  status  bit  is  set  and  cleared  with  the 
circuitry  that  can  affect  it  with  two  exceptions.  ST3  was  never  set  to 
a  one  with  the  ABS  instruction  and  ST12  is  not  reset  to  a  zero  for  a 
RESET  instruction.  Although  the  parity  bit  (ST5)  was  verified  after 
each  op  code  that  should  affect  it,  the  exclusive  OR  logic  that  gen¬ 
erates  it  was  not  thoroughly  tested.  Generation  of  the  parity  bit  with 
C8  as  the  input  to  the  exclusive  OR  logic  would  complete  the  test  of 
this  circuitry. 

It  was  learned  from  Vendor  F  that  bits  7  through  11  which  are 
defined  as  "not  used"  do  not  exist  in  the  device.  The  independence  of 
the  remaining  bits  was  verified  in  the  test.  However,  it  was  found 
that  the  integrity  of  ST12  was  not  verified  since  it  did  not  go  through 
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the  1  -*1  transition.  The  store  status  (STST)  instruction  was  performed 
after  all  of  the  instructions  that  were  supposed  to  affect  the  status  re¬ 
gister  bits.  However,  the  instructions  that  are  not  supposed  to  affect 
the  status  register  did  not  all  have  a  STST  instruction  performed  after 
them.  Vendor  F  agreed  to  add  tests  which  verify  the  effect  of  the  ABS 
and  RESET  instructions  on  the  status  register,  to  verify  the  integrity 
of  ST12  and  to  complete  the  test  of  the  parity  bit  exclusive  OR  logic. 
They  also  agreed  to  add  STST  instructions  after  the  remaining  op  codes 
that  are  not  supposed  to  affect  the  status  register.  These  include 
CKON,  CKOF,  CLR,  LREX,  STWP  and  two  of  the  illegal  ones. 

7.  Interrupt  circuitry 

a)  Verify  that  interrupt  are  acknowledged  properly  and 
ignored  if  they  occur  outside  of  an  acceptable  sample 
time. 

b)  Verify  the  proper  operation  of  the  priority  encoding 
circuitry  for  the  interrupts. 

c)  Verify  that  the  addresses  for  the  sixteen  interrupt 
vectors  are  generated  properly. 

To  fully  test  interrupts  it  is  necessary  to  apply  the  interrupt  re¬ 
quest  and  execute  the  interrupt  during  the  following  op  codes; 

1)  SBZ  or  SBO 

2)  TB 

3)  One  of  the  jump  op  codes 

4)  B 

5)  LWPI 

6)  RTWP 

7)  LHCR 

8)  An  illegal  instruction  going  through  ROM  location  39 
which  can  be  reached  by  the  execution  of  0334  in  hex. 
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In  the  submitted  test,  the  interrupts  were  applied  during  STST, 
LIMI,  BL,  BLWP,  IDLE,  and  XOP.  Vendor  F  agreed  to  add  one  ex¬ 
ecuted  interrupt  during  an  op  code  from  each  of  the  above  sets.  The 
9900  should  not  acknowledge  an  interrupt  if  it  occurs  during  the  XOP 
or  BLWP  instructions  or  before  the  execution  of  the  first  instruction 
of  an  interrupt  service  routine.  In  the  test,  interrupts  were  attempted 
but  not  acknowledged  for  all  three  conditions. 

The  interrupt  priority  logic  determines  whether  an  interrupt  will 
be  acknowledged.  Included  in  this  logic  are  an  interrupt  level  register 
and  a  difference  arithmetic  unit.  When  an  interrupt  is  not  occuring  the 
interrupt  level  register  contains  the  difference  between  the  interrupt 
code  input  (ICq  -  IC3)  and  status  bits  12  -  15.  If  an  interrupt  is  occur¬ 
ing,  the  interrupt  level  register  contains  the  interrupt  code  input  minus 
one  which  is  eventually  stored  in  the  status  register.  During  the  test, 
status  bits  12  -  15  are  often  first  set  to  one  less  than  the  interrupt  code 
level  inputs  to  inhibit  the  interrupt.  Then  status  bits  12  -  15  are 
changed  to  the  interrupt  code  level  to  allow  the  interrupt  to  occur. 

Three  requirements  have  to  be  met  to  completely  test  the  in¬ 
terrupt  priority  logic.  First,  all  bit  positions  (ST12  -  ST15  and 
ICq  -  ICJ  must  have  a  value  of  one  and  zero  for  the  recognition  of  an 
interrupt  and  the  inhibition  of  an  interrupt  due  to  the  mask  level. 

This  requirement  is  met  by  the  test.  The  second  requirement  is  that 
an  interrupt  is  recognized  when  the  status  mask  equals  the  input  level 
and  each  bit  position  assumes  a  one  and  then  a  zero  state.  This  re¬ 
quirement  is  also  met.  The  third  requirement  is  that  an  interrupt  is 
recognized  and  an  interrupt  is  inhibited  for  each  of  the  following  in¬ 
terrupt  input  level  -  mask  level  pairs: 

Bit  position  12  or  0  13  or 

S  S 

s  s 

S  D 

D  X 
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1  14  or  2  15  or  3 

S  D 

D  X 

X  X 

X  X 


where:  S  means  that  the  interrupt  input  bit  is  equal  to  the  cor¬ 
responding  mask  bit. 

D  means  that  the  interrupt  input  bit  is  different  from  the 
corresponding  mask  bit. 

X  means  a  don't  care  bit  correspondence. 

All  of  these  conditions  are  used  in  the  test  sequence  except  for  the 
recognition  of  an  interrupt  with  SSSD  pair  correspondence.  Vendor  F 
agreed  to  add  a  test  for  this  condition.  The  interrupt  vector  address 
is  generated  by  shifting  the  interrupt  code  input  two  places  to  the  left 
for  the  workspace  pointer  address.  The  address  is  then  passed  through 
the  ALU.  Vendor  F  stated  that  the  generation  of  all  sixteen  interrupt 
vector  addresses  is  not  required  since  the  same  circuitry  is  used  for 
all  addresses  and  is  thoroughly  tested. 

8.  Communications  register  units  (CRU)  Interface 

a)  Verify  the  integrity  and  independence  of  the  bits  in  the 
shift  register. 

b)  Verify  the  loading  and  counting  of  the  counter  which 
controls  the  number  of  bits  shifted. 

The  CRU  instructions  LDCR  and  STCR  are  used  to  serially  trans¬ 
fer  data  to  or  from  a  peripheral  device.  The  starting  address  is  con¬ 
tained  in  bits  3  through  14  of  WR12.  As  the  bits  are  transferred 
serially,  the  CRU  address  is  incremented  with  each  bit  transfer.  The 
contents  of  WR12  are  not  affected  by  the  transfer.  The  C  field  of  the 
instruction  specifies  the  number  of  bits  to  be  transferred.  If  eight  or 
fewer  bits  are  transferred  the  source  address  is  a  byte  address.  If 
nine  or  more  bits  are  transferred,  the  source  address  is  a  word  address. 
Shifts  of  less  than  eight  bits  and  greater  than  eight  bits,  including 
shifts  of  16  bits  (C  =  0),  were  performed.  In  addition,  it  was  verified 
that  the  contents  of  WR12  were  not  altered  by  the  shifts. 

The  MQ  shift  register  is  used  for  the  serial  transfer  during  the 
STCR  and  LDCR  instructions  and  for  shift  operations  during  the  MUL 
and  DIV  instructions.  Its  bit  integrity  and  independence  were  checked 
thoroughly  during  these  instructions.  The  shift  counter  is  used  to  con- 
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trol  the  number  of  bits  that  are  transferred.  During  the  test  it  counted 
through  all  16  counts  and  was  loaded  with  count  inputs  such  that  each  of 
the  four  bit  positions  was  a  one  and  a  zero  for  at  least  one  count.  This 
completely  tests  it. 

9.  Register  verification 

a)  Verify  the  integrity  and  independence  of  the  bits  in  all 
other  registers  -  e.g.,  memory  address,  PC,  WP,  SD, 
DD,  DA,  and  others  that  are  transparent  to  the  user. 

A  thorough  evaluation  of  the  memory  address,  SD,  DD, 
and  DA  registers  was  not  performed  with  respect  to  bit 
independence  and  integrity.  These  registers  change 
state  many  times  during  the  test  since  the  operands  are 
obtained  from  many  memory  locations  and  pass  through 
the  SD,  DD,  and  DA  registers  before  or  after  they  are 
operated  on  by  the  processor.  This  high  volume  of  data 
movement  results  in  a  high  probability  that  the  independ¬ 
ence  and  integrity  of  these  registers  is  verified. 

Since  the  contents  of  the  WP  and  PC  did  not  change  as  often 
during  the  test,  these  registers  were  thoroughly  eval¬ 
uated.  The  workspace  pointer  required  additional  tests 
to  completely  verify  the  independence  of  the  seven  most 
significant  bits  (0-6)  and  the  integrity  of  bits  1,  3,  5, 
and  14.  The  program  counter  required  additional  tests 
to  completely  verify  the  independence  of  the  six  most 
significant  bits  (0-5)  and  the  integrity  of  bits  1,  3,  5, 
and  6.  Vendor  F  agreed  to  add  these  tests. 

The  9900  contains  no  registers  that  are  transparent  to 
the  user. 

10.  Control  functions 

a)  Verify  the  operation  of  all  external  control  inputs. 

_ The  control  inputs  that  have  not  been  previously  discussed  are 

HOLD,  LOAD,  and  READY.  HOLD  is  checked  in  several  places  under 
varying  conditions,  to  thoroughly  verify  its  operation.  This  includes 
the  activation  of  HOLD  before  or  during  a  CRU  instruction  which  checks 
the  timing  relationship  between  HOLD  and  CRU  addressing.  If  HOLD 
becomes  active  during  a  CRU  operation,  an  extra  clock  cycle  is  re¬ 
quired  after  its  deactivation  to  reassert  the  CRU  address  before  the 


serial  bit  transfer  can  occur.  LOAD  was  also  checked  under  varying 
conditions  to  verify  its  operation.  These  include  activating  LOAD 
when  RESET  is  active  to  verify  that  the  LOAD  trap  will  occur  after  the 
reset  function  and  activating  LOAD  to  end  an  idle  state.  The  idle  state 
can  also  be  terminated  by  an  interrupt  or  RESET.  Both  of  these  con¬ 
ditions  are  tested.  The  READY  input  was  also  checked  under  varying 
conditions  to  verify  its  operation. 

11.  Data  bus  verification 

a)  Verify  that  only  one  block  at  a  time  is  driving  the  in¬ 
ternal  bus  by  placing  complemented  data  in  the  blocks 
not  driving  the  bus. 

b)  Verify  the  independence  of  each  data  line. 

The  internal  data  bus  is  used  extensively  throughout  the  test.  No 
analysis  was  done  to  verify  that  each  line  was  in  a  state  opposite  to 
the  others  or  that  the  blocks  not  driving  it  were  in  a  state  opposite  to 
the  driving  one.  Due  to  the  excessive  volume  of  data  that  passes  over 
the  lines  the  probability  is  high  that  the  independence  of  data  lines  and 
data  source  blocks  is  shown. 

12.  Miscellaneous  verifications 

a)  Verify  independence  of  any  data  path  not  done  previously. 

b)  Verify  IC  pin  independence;  adjacent  pins  as  a  minimum. 

c)  Verify  high  impedance  state  of  the  memory  address  and 
data  buses. 

d)  Verify  the  proper  generation  of  all  sixteen  XOP  trap 
vector  addresses. 

e)  Execute  tests  at  maximum  frequency  to  verify  proper 
timing  operation  within  the  microprocessor. 

Independence  of  all  of  the  IC  pins  to  each  other  was  not  analyzed. 
Since  the  data  bus  and  memory  address  bus  are  used  extensively  there 
is  a  high  probability  that  their  independence  was  verified.  Adjacent  pin 


independence  was  verified  for  the  remaining  pins. 
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The  high  impedance  state  of  the  memory  address  and  data  buses  was 
verified  during  the  HOLD  tests. 

The  address  for  the  XOP  instruction  is  obtained  by  obtaining  the  D 
field  from  the  instruction  register,  shifting  it  left  two  places,  and  then 
adding  the  result  to  40^g.  Since  several  other  instructions  use  the  D 
field  the  logic  involved  is  completely  tested  without  generating  all  16 
XOP  trap  vector  addresses. 

Vendor  F  performs  the  functional  test  at  1  MHz  to  detect  stuck- at  - 
faults.  The  functional  test  patterns  are  also  used  for  the  AC  tests  which 
are  done  with  worst  case  timing  for  the  device. 

Summary  of  Added  Tests 

The  following  is  a  summary  of  the  tests  that  were  added  to  the  functional 
test. 

1.  Tests  to  check  the  control  outputs  on  all  of  the  vectors. 

2.  Tests  to  check  the  JH  and  JLE  instructions  completely. 

3.  An  ABS  instruction  that  sets  ST3  to  a  one  and  a  RSET  instruction 
that  resets  ST12  to  zero. 

4.  STST  instructions  after  two  of  the  illegal  op  codes. 

5.  A  test  to  check  the  SSSD  pair  correspondence  for  the  interrupt  logic. 

6.  Jump  tests  to  check  the  status  register-jump  integrity  relationship. 

7.  Tests  to  completely  check  the  SZC  and  SZCB  instructions.  These 
op  codes  use  the  ALU's  A  OR  B  and  A  AND  B  functions. 

8.  A  parity  of  a  byte  (C8)  to  completely  check  the  exclusive  OR  logic 
that  generates  the  parity  bit. 

9.  An  executable  interrupt  during  each  of  the  following  sets  of  in¬ 
structions. 
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a)  SBZ  or  SBO 

b)  TB 

c)  One  of  the  jump  op  codes 

d)  B 

e)  LWPI  | 

I 

f)  RTWP 

g)  LDCR 

h)  An  illegal  instruction  going  through  ROM  location  39 
which  can  be  reached  by  execution  of  0334  in  hex. 

♦ 

10.  Instructions  to  perform  the  following  so  that  stuck- at  ROM  bits  t 

can  be  detected. 


a)  An  instruction  that  uses  indexed  addressing  in  which 

the  indexed  register  contents  are  negative,  i.e.,  (g  Table 
(R)  where  (contents  of  R)  <  0. 

b)  An  illegal  op  code  ODEF,  0123,  or  079A  located  at  a 
memory  location  greater  than  2000  in  hex. 

cl  An  executed  jump  to  and  from  a  memory  location 
greater  than  2000  in  hex. 

dj  An  X  instruction  for  which  the  WP  points  to  a  memory 
location  greater  than  2000  in  hex. 

e)  An  AI  instruction  located  in  a  memory  location  greater 
than  2000  in  hex  and  with  negative  data  for  the  immediate 
value. 

f)  An  interrupt  that  executes  after  an  instruction  located  in 
a  memory  location  greater  than  2000  in  hex,  with  the 
WP  trap  vector  pointing  to  an  address  greater  than  2000 
in  hex  and  with  ST  (0,  1  or  2)  =  1  prior  to  the  interrupt. 


g)  A  LOAD  with  ST  (0,  1  or  2)  =  1. 

h)  A  DIV  for  which  the  quotient's  last  bit  is  a  0  and  the  re¬ 
mainder  is  greater  than  2000  in  hex. 

i)  An  illegal  op  code  0334  located  at  a  memory  location 
greater  than  2000  in  hex. 

11.  STST  op  codes  after  CKON,  CKOF.  CLR,  LREX,  and  STWP  in¬ 
structions. 

12.  Tests  that  have  all  ST  bits  equal  to  a  one  prior  to  a  hardware  reset. 

13.  Changes  to  check  independence  and  integrity  of  the  WP  and  PC. 

14.  An  XOP  requiring  an  XOP  to  check  ST12  integrity. 

15.  An  X  instruction  followed  by  an  X  instruction. 


SECTION  IV 


TEST  DEVELOPMENT  FOR  THE  6821  PERIPHERAL  INTERFACE  ADAPTER 


Objective 

An  evaluation  was  made  of  the  proposed  tests  which  Vendor  G  submitted 
for  use  in  the  slash  sheet  for  the  68? 1.  The  approach  used  to  analyze  these 
tests  was  the  Procedure  for  1£I  Test  Development  which  is  documented  in  RADC 
report  RADC -TR-V8- 138 •  The  bloc*  diagram  used  for  the  functional  test 
evaluation  is  from  Vendor  G's  catalog  and  is  shown  in  Figure  4-1. 


Evaluation  of  the  Functional  Test 


Summary 


Vendor  G  performs  a  dynan.ic  functional  test  consistin'  of  three 
computer  generated  patterns  (Patterns  1,  2,  and  3)  each  containin',  67  ' 
vectors.  Pattern  1  is  used  to  perforn.  all  of  the  functional  and  most  of  the 
switching  speed  tests  for  the  device.  Patterns  2  and  3  are  performed  with 
the  same  input  conditions  as  Pattern  1  but  the  outputs  are  strobed  at 
different  times  and  levels  to  verify  the  device's  CMOS  drive  capability. 

A  list  of  tests  required  to  chec«  the  6821  was  developed.  It  was  used, 
along  with  the  Procedure  for  U3I  Test  De velopment ,  as  the  basis  of  the 
evaluation.  Most  of  the  requirements  of  these  two  checKlists  were  met. 
However,  the  following  discrepancies  existed: 

1.  Not  all  of  the  stuck-at-faui ts  for  the  Chip  Select  and  Read/Wrlte 
Control  block  could  be  caught. 

2.  Register  independence  was  not  completely  verified. 

3.  Register  bit  independence  was  not  completely  tested. 

h.  The  high- impedance  capability  of  the  PB  Bus  was  not  verified. 

GE  developed  vectors  to  correct  these  deficiencies.  These  vectors  were 
appended  to  each  of  the  three  patterns. 


Discuss  ion 

The  6821  is  used  to  interface  the  68  V>  microprocessor  to  peripherals 
through  two  8-bit  bidirectional  peripheral  data  buses,  Peripheral  A  { i'A ) 
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FIGURE  4-1  BLOCK  DIAGRAM  OF  THE  6HP1 


Bus  and  Peripheral  B  (PB)  Bus,  and  four  interrupt/control  lines.  Each 
peripheral  line  can  be  programmed  to  act  as  an  input  or  output  and  each  of 
the  four  interrupt/control  lines  (CA1,  CA2,  CB1,  CB2)  can  be  programmed  t.< 
operate  in  an  interrupt  mode,  a  handshake  mode,  a  program-controlled 
set/reset  output  mode,  or  a  pulse  strobed  mode.  The  interface  to  the  1/ 
is  through  an  6-bit  bidirectional  Data  Bus  (DB) . 

The  6821  contains  seven  registers  as  shown  in  Figure  4-1.  They  are 
the  Bus  Input  Register  (BIR),  Control  Register  A  (CRA),  Control  Register  i- 
(CRB),  Data  Direction  Register  A  (DDRA),  Data  Direction  Register  B  ( DDHH ) , 
Output  Register  A  (ORA)  and  Output  Register  B  (ORB).  During  a  write 
operation, data  is  transferred  from  the  Data  Bus  lines  to  the  BIH  or:  the 
rising  edge  of  the  ENABLE  pulse.  On  the  trailing  edge,  the  data  is 
transferred  from  the  BIR  to  one  of  the  other  six  registers,  the  selection 
of  which  depends  on  the  two  register  select  lines  (RSO  and  RSI)  and  the 
state  of  bit  position  2  in  the  control  registers.  This  results  in  a 
master-slave  operation  where  the  BIR  is  the  master  and  any  of  the  other  six 
registers  is  the  slave. 

During  a  read  operation, the  peripheral  data  appears  directly  on  'he  Db 
lines  when  the  device  is  selected.  The  data  paths  from  the  Data  Bus  to  t:.e 
PA  and  PB  Buses  are  similar  except  for  the  output  buffers.  The  i  A  Bur.  ::: 
bidirectional  but  cannot  actually  enter  a  high-impedance  (Hi  -  Z,)  state. 
Each  of  the  lines  on  the  PA  Bus  is  configured  as  shown  in  Figure  4-,’. 
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FIGURE  4 -2  PERIPHERAL  A  BUG  LIRE 


the  input  mode,  Q1  is  turned  off  and  the  line  is  pulled  high  by  tne  interna; 
pullup  resistor.  Data  can  now  be  transferred  from  the  PA  Bus  to  the  Data 
Bus.  The  PA  Bus  is  TTL  and  CMOS  compatible.  The  PB  Bus  can  enter  a  Hi  -  ; 
state  and  is  only  TTL  compatible. 

The  tests  required  for  a  complete  functional  test  of  the  6b 21  must  do 
the  following: 


1.  Verify  that  the  six  slave  registers  are  reset  to  zero  when  RESET  is 


applied . 


2.  Verify  register  independence  for  the  six  slave  registers. 

3.  Verify  bit  independence  and  integrity  for  all  seven  registers. 

4.  Verify  proper  operation  of  the  interrupt  status  control  logic. 

5.  Verify  proper  operation  of  the  Chip  Select  circuitry. 

o.  Verify  proper  operation  of  the  Read/Write  Control  circuitry. 

7.  Verify  proper  operation  of  the  PA  and  PB  lines. 

8 .  Verify  data  path  independence. 

The  functional  blocks  and  interconnecting  data  paths  shown  in  Figure 
4-1  were  analyzed  with  respect  to  these  requirements.  The  following 
describes  the  results  of  the  evaluation: 

1.  Verify  that  the  six  slave  registers  are  reset  to  zero  when  RESET  is 


To  verify  the  reset  function  it  is  necessary  that  each  register 
contain  ones  prior  to  the  application  of  RESET.  The  6821  is  reset 
eight  times  during  the  functional  test.  Each  bit  position  in  the 
registers  is  a  one  prior  to  at  least  one  of  t,he  resets  thus  verifying 
proper  operation. 

2  .  Verify  register  independence  for  the  six  slave  registers. 

The  six  registers  and  register  select  logic  in  the  6821  can  be 
represented  as  shown  in  Figure  4-3-  To  verify  register  independence 
it  is  necessary  that  each  bit  position  of  each  register  assume  a  one 
and  a  zero  state  while  all  of  the  corresponding  bits  in  the  other 
registers  either  individually  or  collectively  assume  the  opposite 
state.  This  verifies  that  the  registers  are  unique  and  that  writing 
into  any  one  of  them  will  not  alter  the  contents  of  the  others. 

The  submitted  test  did  not  meet  these  requirements.  The  contents  of 
the  registers  were  verified  without  knowing,  if  the  others  were  actually 
in  the  complemented  state  and  it  was  not  verified  that  the  registers 
were  unique.  The  vectors  added  by  GE  to  detect  stuck-at-faults  on  the 
select  gates  for  the  six  registers  write  a  different  pattern  into  each 
of  the  registers  and  then  perform  six  successive  reads  to  verify  that 
they  were  written  into  correctly.  The  following  sequence  of  tests 
were  added  to  detect  stuck-at-one  faults  on  the  transmission  gate 
enable  inputs: 

a)  Write  a  pattern  into  a  register  and  read  it  out. 


b)  Write  the  complement  into  any  other  register. 


Read  the  contents  of  both  registers  to  verify  that  the  first  r  ] 

was  not  changed  and  that  the  second  contains  the  complemented 

pattern.  :  ' 

d)  Repeat  this  procedure  us  in;’;  each  of  the  other  registers  as  the 
startin',  register. 

3 .  Verify  bit  independence  anu  integrity  for  all  seven  registers  . 

i 

Bit  independence  for  CRA  and  CRB  was  not  thoroughly  tested.  The  j;* 

charts  in  Figure  4-h  show  which  bit  positions  were  checked.  A  blank  !  ■- 

square  indicates  that  no  independence  chec*  was  made  between  the  bit  jgj 

positions  specified  by  the  row  and  column.  GE  added  the  vectors  |  ; 

necessary  to  completely  test  for  bit  independence.  ‘  i 

I  i 

When  checking  for  cell  integrity  it  was  found  that  not  all  bit  < 

positions  of  the  registers  went  through  the  1 1  and  0-»0  transitions. 

However,  when  the  implementation  of  the  latches  was  learned,  it  was 

determined  that  these  transitions  were  not  necessary.  f; 


-* .  Verify  proper  operation  of  interrupt  status  control  logic. 

The  interrupt  status  controi  bioc-is  include  the  logic  for  the 
interrupt  input  lines  CA1  and  CB1  and  the  bidirectional  peripheral 
controi  lines  CA?  and  CB2.  The  bidirectional  lines  can  operate  as 
interrupt  input  lines  or  peripheral  control  lines.  Tables  4-1  through 
4-h  describe  the  operation  of  the  four  interrupt /control  lines. 

Pattern  1  cor.pletely  verified  the  operation  of  CAl,  CB1,  CA2 ,  and  CB2 
as  interrupt  inputs  and  of  CA2  and  CB?  as  output  control  lines  (driving 
TTh)  for  all  of  the  modes  shown  in  the  tables.  The  conditions  for 
1  RU.A  and  IRQ.B  which  are  marked  by  an  *  in  each  of  these  tables  were  not 
included  in  the  test.  However,  when  Vendor  G  was  contacted  they  stated 
that  tests  for  these  conditions  were  unnecessary  because  the  logic 
involved  is  checked  by  the  condition  marked  with  the  **  in  the  same 
tab  le . 


5 .  Verify  proper  operation  of  the  Read /Write  Control  circuitry. 

The  ENABLE  signal  provides  the  timing,  to  the  PIA.  During  a  write 
.  .  c  atior.j  lata  is  transferred  free,  the  Data  Bus  to  the  BIR  on  the  rising 
e : -e  of  ENABLE  and  into  one  ui  trie  r.  iave  registers  on  the  trailing,  edge. 
Trie  signal  also  provides  the  timin'  for  a  read  operation  by 

e:  in  tie  -output  tri-state  tuf!  ers  so  th.it  data  from  ary  the 

gt.e  registers  or  t.ne  peripheral  i  i  nos.  wifi  appear  on  the  Data  Bus . 

nr.:,  tr.e  fur.  ti.  r.n  i  te.  •  t  a  ,.u..;o  a  p:  mri  rr;  on  the  ENABLE  input  for 
n.erv  test  vector-.  The  outputs  are  compared  alter  tire  rir.in  edge  of 


IV- A 


idependen 
one  of 


CRA-1 

(CRB-1) 

CRA-0 

(CRB-0) 

Interrupt  Input 
CAI  (CBI) 

Interrupt  Flag 

CRA-7  (CRB-7) 

MPU  Interrupt 
Request 
[RQA  (IRQB) 

0 

0 

,  Active 

Set  high  on  .  of  CAl 
iCBU 

Disableo  —  FRO  re¬ 
mains  high  ^ 

1  ° 

1 

.  Active 

Set  high  on  (  ol  CAI 
iCBl) 

Goes  low  when  (he 
interrupt  Hag  Oil  CRA-7 
iCRB-71  goes  high 

t 

0 

f  Active 

Set  high  on  ’  of  CAt 
iCt>i » 

Disabled  —  IR’O  re¬ 
mains  high  * 

1 

1 

’  Active 

Set  n.gh  o-<  *  of  CAI 
(CBI ) 

Goes  low  when  the 
interrupt  dag  bit  CRA-7 
iCRB-7)  goes  high 

Notes  t  •  indicates  positive  transition  ,  ow  to  night 


2  ,  indicates  negative  transition  thigh  to  towt 

3  The  Interrupt  Hag  bit  CRA-7  is  cleared  by  an  MPU  Read  ot  the  A  Data  Register, 
and  ORB  '  is  cleared  by  an  MPU  Read  ot  the  B  Data  Register 

4  II  CRA-0  (CRB  Ot  is  low  when  an  interrupt  occurs  (Interrupt  disabled)  and  is  later  brought 
high.  IRQA  (IRQB!  occurs  alter  CRA  O  tCRB  01  ts  written  to  a  "one" 


TABLE  4-1  CONTROL  0E  INTERRUPT  INPUTS  CAI  AND  CBI 


I 


CRA-5 

(CRB-5) 

CRA-4 

(CRB-4) 

CRA-3 

(CRB-3) 

Interrupt  Input 
CA2  (CB2) 

Interrupt  Flag 
CRA-6  (CRB-6) 

MPU  Interrupt 
Request 
(RCA  (fRffB) 

0 

0 

0 

i  Active 

Set  high  on  ,  ol  CA2 
(CB2) 

Disabled  —  IRQ  re¬ 
mains  high  ** 

0 

0 

1 

(  Active 

Set  high  on  ,  ol  CA2 
(CB2I 

Goes  low  when  the 
interrupt  llag  bit  CRA-6 
iCRB-6)  goes  high 

0 

1 

0 

*  Active 

Set  high  on  '  ol  CA2 
(CB2) 

D  sabled  —  [RO  re¬ 
mains  high  * 

0 

1 

1 

*  Active 

Set  high  on  '  ol  CA2 
(CB2) 

_ 

Goes  tow  when  the 
interrupt  flag  bit  CRA-6 
(CRB-6)  goes  nigh1 

Notes  1  f  rndicafes  positive  transition  (low  to  high) 

2  i  indicates  negative  transition  (high  to  low) 

3  The  Interrupt  flag  bd  C.RA-6  isdea'ea  Uy  an  MPu  Headol  the  A  Data  Register  and  CRB-6  is 
cleared  by  an  MPU  Read  ot  the  B  Data  Register 


4  If  CRA  3  (CRB-3)  is  low  when  an  interrupt  occurs  (Interrupt  disabled)  and  is  later  brought 
high,  IRQA  (IHQ8)  occurs  after  CRA  3  (CRB  3)  is  written  to  a  "one" 


TABLE  4-2 


CONTROL  OF  CAP  AND  ChP  AS  INTERRUPT  INPUTS 
CRA-5  ( CRB  -  5 )  IS  I/OW 


IV-8 


-a,.  ■■■■  - ' ■  v. •  - , 


CRA  5 

Cfl  A-4 

CRA  3 

CA2 

Cleared  Set 

1 

0 

0 

Low  on  negative  transition  ot  L 
after  an  MPU  Read  "A"  Data 
operation. 

High  when  the  interrupt  tlag  bit 
CRA  /  is  set  by  an  active  transi¬ 
tion  ot  the  CA1  signal. 

1 

0 

1 

Low  on  negative  transition  of  l 
after  an  MPU  Read  “A"  Data 
operation 

High  on  the  negative  edge  of 
the  first  "E"  pulse  which  occurs 
during  a  ueselect  i 

1 

1 

0 

Low  when  CRA  3  joes  low  as  a 
result  of  an  MPU  Write  to 
Control  Register  "A" 

... 

Always  low  as  long  as  CRA  3  is  i 
Km  Will  n°  high  on  un  MPU^, 
Write  to  Control  Register  "A"  | 

that  changes  CRA  3  to  "one "  i 

1 

1 

1 

Always  hiqh  as  long  as  CRA  3 
is  high  Will  be  ciejred  on 

MPU  Write  to  Control  Register 

A  '  that  clears  CHA  j  to 
a  'zero". 

H rc)h  when  CRA-3  goes  high  as  j 
a  result  of  an  MPU  Write  to 
Control  Register  "A".  i  | 

** 

_ 

tabu:  4-3 


CONTROL  OF  CA2  AS  AN  OUTPUT 
CRA-b  IS  HIGH 


CRB-5 

CRB-4 

CRB-3 

CB2 

Cleared  Set  j 

1 

0 

0 

Low  on  the  positive  transition  of  '  High  when  the  interrupt  flag  bit  j 
the  first  E  pulse  following  an  1  CRB-7  is  set  by  an  active  trans'-  | 
MPU  Write  B  Data  Register  ;  t.on  ot  the  CBi  Signal 
operation  : 

1 

0 

1 

Low  on  the  positive  transition  ot  High  on  the  positive  edge  of  ■ 

the  first  E  pulse  after  an  MPU  1  the  first  E"  pulse  following  an 
Write  “B”  Data  Register  opera  'E"  pulse  which  occurred  while 

t,on  ]  the  part  was  deselected 

1 

1 

0 

Low  when  CRB  3  goes  low  ,r»  a  1  Always  low  as  'ong  as  CRB  3  s  i 
result  of  an  MPU  W/ite  in  Control  ■  low  Wi  go  h<yh  on  ltn  MPU  W  w 
Register  B  ■  -n  Control  Reg-stt-  B  that 

!  changes  CRB  3  to  one  * 

1  1 

i 

1 

1 

1 

Always  hiyh  as  long  as  CRB  3 'S  .  High  when  CRB  3  goes  high  as  a 
high  Will  he  cleared  when  an  <  result  of  an  MPU  Write  mto 
MPU  Write  Control  Register  B  1  Control  Register  '8  '. 
results  »n  clearing  CRB-3  JO  j  •#-# 

i  zero  _ 

TABLE  4-^  CONTROL  OF  CBS  AS  AN  PirTPUT 
CRB-^>  IS  HIGH 


ENABLE.  This  prevents  the  detection  of  all  stucd-at-one  faults  on 
mates  to  which  t'ne  ENABLE  signal  is  applied. 

GE  added  a  set  of  vectors  which  will  verify  that  data  is  not 
transferred  during  a  write  operation  if  ENABLE  is  held  low.  This 
verifies  that  all  stuc-\-at- one  faults  are  detected  on  those  ,-ates  to 
which  ENABLE  is  applied  durin /  read  and  write  operations. 

The  following  sequence  of  vectors  was  added: 

a)  Write  ail  l’s  or  G’s  into  a  register  and  verify  its  contents 

usiti,.;  tne  PA  or  PB  Bus  or  IRQA(B)  as  required. 

b)  Select  another  register  and  write  the  complement  of  a. 

c)  Hold  ENABLE  low  on  the  next  cycle  and  select  the  register  in 

a.  Usin^  the  PA  or  PB  Bus  or  IKQA(B)  as  required,  verify  that  the 
contents  of  the  register  in  a  have  not  changed. 

If  the  ENABLE  input  were  stuck-at-one,  the  register  in  step  a 
will  be  written,  on  step  c,  with  the  complemented  data  which  is 
Still  in  the  Bus  Input  Register. 

To  chec?:  for  a  stuc*-at- one  Turin."  a  read  operation,  the  following 
test  sequence  was  added: 

a)  Write  all  zeros  into  a  register. 

b)  Read  the  register  in  a. 

c)  With  ENABLE  low  verify  that  the  data  lines  are  in  the  Hi  -  Z 
state.  If  the  ENABLE  input  were  stuck-at-one ,  b  zero  would  appear 
on  the  Data  Bus . 

6 .  Verify  proper  operation  of  the  Chip  Select  circuitry. 

The  Data  Bus  in  the  oo2l  will  enter  the  Hi  -  7.  state  when  the  device 
is  in  the  write  mode,  is  deselected  because  either  CEO,  CHI,  or  CP? 
is  inactive,  or  is  in  the  read  mode  and  ENABLE  is  low.  The  submitted 
test  did  not  verify  that  the  Data  Bus  is  in  the  Hi  -  Z  state  for  all 
of  these  conditions  resulting  in  undetected  faults  in  the  Chip  Select 
and  Read /’Write  Control  lo.-ic.  GE  added  the  vectors  required  to 
completely  test  this  circuitry. 

Verify  proper  operation  of  PA  ar.d  I’B  Buses  . 

Each  of  the  lines  on  tine  PA  and  PB  Buses  can  be  programmed  to  act  as 
an  input  or  an  output  by  the  cvrres pond in,;  bits  in  the  Data  Direction 
registers .  In  the  Innut  :vj<1c ,  data  is  transferred  from  the  peripheral 
Bus  t.u  tne  Data  Bus .  In  the  output  mode,  data  is  transferred  from  the 
Data  Bus  to  the  Peripteral  Bus  via  ti.e  (  utput  Registers.  The  contents 
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of  the  Output  Registers  can  also  be  read  from  the  Data  Buses  by  the 
microprocessor.  The  test  verified  the  operation  of  the  PA  and  PB 
Buses.  It  was  shown  that  each  line  on  the  PA  and  PB  Buses  could  be 
programmed  as  an  input  and  transfer  both  a  one  and  a  zero  to  the  Data 
Bus.  In  addition,  both  a  one  and  a  zero  were  read  from  ail  of  the 
Output  Register  bits  when  the  PA  and  PB  lines  were  programmed  as 
out  puts . 

8 .  Verify  data  path  independence. 


Independence  of  the  data  paths  from  the  various  re  listers  to  the  Data 
Bus,  PA  Bus,  and  PB  Bus  was  verified. 


Evaluation  of  the  Switching  Speed  Tests 


Vendor  J  performs  a  dynamic  functional  test  on  the  oh2i.  In  tnis  way 
the  switching  speed  parameters  are  verified  at  the  same  time  that  the 
functional  test  is  done  and  all  gates  can  contribute  to  the  delays.  I-'.ost  of 
the  propagation  delays  and  all  of  the  setup  and  hold  tiir.es  are  verified 
using  Pattern  1.  Patterns  ?  and  3  are  used  to  check  the  propagation  delay 
times  when  the  PA  Bus  and  CAP  interface  with  CMOS.  Pattern  x  is  run  at 
1MHZ  to  verify  maximum  frequency  operation  and  is  then  repeated  at  iKHZ  to 
show  that  the  device  is  static. 
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SECTION  V 


7 

I 


TEST  DEVELOPMENT  FOR  THE  2909  MICROPROGRAM  SEQUENCER 


Objective 

The  purpose  of  this  evaluation  was  to  review  the  tests  which 
Vendor  A  had  submitted  for  inclusion  in  the  slash  sheet  for  the  2909. 
The  approach  used  was  the  Procedure  for  LSI  Test  Development  which 
is  documented  in  RADC  Report  RADC-TR-78-13  8  and  will  not  be  re¬ 
peated  here.  The  block  diagram  for  the  2909  is  shown  in  Figure  5-1. 

Summary  of  the  Functional  Test  Evaluation 

Vendor  A  provided  GE  with  a  gate-level  logic  diagram,  listings 
of  their  functional  and  switching  speed  test  patterns,  and  a  copy  of 
their  test  program.  A  review  of  their  functional  test,  which  contained 
349  vectors,  revealed  that  it  met  most  of  the  requirements  of  the 
checklist  in  the  Procedure  for  LSI  Test  Development  but  was  deficient 
in  the  following  three  areas: 

1.  IC  pin  and  data  path  independence  were  not  thoroughly  checked. 
The  OR  inputs  were  either  all  zeroes  or  all  ones.  The  even 
and  odd  bits  of  the  D  inputs  were  always  in  the  same  state. 

The  independence  of"TJE~to  the  other  pins  was  only  partially 
checked  because  it  was  held  at  a  logic  zero  during  the  entire 
test.  Consequently,  verification  of  the  high-impedance 
capability  of  the  Y  outputs  was  not  done. 

2.  Nineteen  stuck- at- faults  in  the  multiplexer  and  SI,  SO  cir¬ 
cuitry  and  two  in  the  instruction  register  circuitry  were  not 
detected. 

3.  Bit  independence  of  the  even  and  odd  bits  of  each  word  in  the 
stack  was  not  thoroughly  checked. 

During  the  course  of  the  review,  Vendor  A  indicated  that  they  had 
added  all  of  the  switching  speed  test  patterns  to  their  functional  test 
and  requested  that  these  tests  also  be  added  to  the  functional  test  in 
the  slash  sheet.  This  increased  the  number  of  test  vectors  to  826. 
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The  addition  of  these  patterns  corrected  some  of  the  deficiencies  and 
additional  vectors  developed  by  GE  corrected  the  remaining  ones. 

Discussion 

Vendor  A  partitioned  the  2909  into  the  following  three  functional 
blocks:  the  Multiplexer  and  Instruction  Register,  the  Incrementer 
and  Program  Counter,  and  the  Push-Down  Stack.  Copies  of  the  tests 
for  each  block  and  a  magnetic  tape  containing  the  entire  Sentry  test 
program  were  received  from  Vendor  A.  The  vectors  for  the  functional 
test  were  extracted  from  the  program  and  reformatted  on  GE's 
Tektronix  tester.  This  allowed  the  pin  data  to  be  arranged  in  a  more 
desirable  order  and  facilitated  evaluation  of  the  functional  test. 

The  Procedure  for  LSI  Test  Development  was  used  as  a  guideline 
for  determining  the  test  requirements.  Since  a  gate-level  logic  dia¬ 
gram  was  also  received  from  Vendor  A,  the  test  evaluation  included  a 
review  of  the  test  vectors  to  determine  stuck- at-fault  coverage.  A 
brief  description  of  the  tests  for  each  functional  block  and  the  results 
of  GE's  evaluation  are  given  below. 

1 .  Multiplexer  and  Instruction  Register 

The  multiplexer  was  tested  by  passing  0101  and  1010 
through  each  of  the  four  normal  inputs:  Instruction  Register, 
Stack,  Program  Counter,  and  Direct.  The  priority  of  the 
OR  inputs  over  the  four  normal  inputs  and  the  priority  of  the 
Zero  inputs  over  the  OR  and  four  normal  inputs  were  veri¬ 
fied.  A  "1"  and  a  "0”  were  passed  in  each  selection  position, 
but  the  Y  outputs  were  not  always  sensitized  to  detect  a 
failure  and  19  stuck- at- faults  were  not  detected.  A  block 
diagram  that  shows  these  faults  is  given  in  Figure  5-2.  A 
list  of  the  modified  and  additional  vectors  required  to  detect 
them  is  given  in  Table  5-1. 

The  instruction  register  was  tested  by  first  loading  in 
0101  with  RE  low.  Then  1010  was  applied  to  the  inputs  of  the 
register  with  RE  high,  the  register  was  clocked,  and  the 
contents  were  checked  to  ensure  that  0101  remained  in  the 


Note:  This  figure  is  part  of 
the  290Q  Block  Diagram. 
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register.  RE  was  made  low  and  1010  was  loaded  into  the  re¬ 
gister.  These  tests  were  mixed  with  the  multiplexer  tests. 
The  instruction  register  contains  three  gates  and  one  D  flip- 
flop  for  each  bit  and  input  buffers  on  the  RE  and  clock  inputs. 
The  circuit  node  designations  are  shown  in  Figure  5-3.  The 
eight  possible  states  that  the  circuitry  for  each  bit  can  as¬ 
sume  are  given  in  Table  5-2.  It  was  found  that  stuck- at-zero 
faults  were  not  detected  on  one  input  of  an  AND  gate  for  the 
Rl  and  R3  bits.  One  vector  was  modified  to  detect  these 
faults.  Table  5*3  shows  the  results  of  the  evaluation. 

2.  Incrementer  and  Program  Counter 


1  \ 


The  incrementer  was  tested  by  having  it  count  from  0  to  ' } 

15  and  then  to  0  on  the  next  count  by  keeping  the  carry-in  in-  j 

put  high.  This  resulted  in  a  ”1”  and  a  "0"  being  passed  > 

through  each  input  of  the  program  counter.  There  are  64  ( 

combinations  that  can  be  applied  to  the  incrementer  and  pro¬ 
gram  counter  from  the  six  inputs:  the  clock,  the  carry-in,  ! 

and  the  four  multiplexer  inputs.  All  64  combinations  are 
applied  and  the  Y  outputs  are  sensitized  to  detect  any  stuck- 
at-failures.  The  purpose  of  test  vectors  514  through  534, 
which  again  forced  the  incrementer  to  count  from  0  to  15, 
was  not  apparent.  Vendor  A  was  questioned  but  could  not 
explain  why  the  tests  were  repeated.  The  tests  were  not  de¬ 
leted  in  the  event  they  checked  a  device  sensitivity. 

■r?  R  Old  0  (  .  )  Condition  Desi.-natior. 
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Table  5_2  The  Ei;T,ht  States  of  the 

Instruction  Register  Circuitry 
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Identical  Numbering  Schen.e  for  All  1'o'ir  Rej'isters 


Circuit  Node  Designations  for  the  Instruction  Re  isters 
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Table  5-3  List  of  Stuc*-at-Faults  That  Are  Detected  in  the  Instruction 
Register  by  the  Functional  Test 


Push- Down  Stack 


The  manufacturer's  test  for  this  functional  block  was 
started  by  pushing  zeroes  into  each  word  of  the  stack.  The 
zeroes  were  then  popped  out  to  ensure  that  the  stack  was  in¬ 
itialized.  Ones  were  then  loaded  into  one  word  location  with 
zeroes  remaining  in  the  other  three. 

All  four  words  were  popped,  then  another  pop  was  done 
to  show  that  the  stack  is  a  wrap-around  type  and  to  set  the 
stack  pointer  to  a  new  starting  point  for  subsequent  tests.  The 
test  was  repeated  three  more  times  with  ones  loaded  into  a 
different  word  location  each  time  and  zeroes  remaining  in  the 
other  three.  The  contents  of  each  word  location  during  these 
tests  are  given  in  Table  5-4.  The  same  four  tests  were  then 
repeated  with  zeroes  in  one  word  location  and  ones  in  the 
other  three,,  This  sequence  fully  checked  word  independence 
in  the  stack. 

Then  a  0101  pattern  was  pushed  into  and  popped  out  of  one 
location  at  a  time.  This  was  repeated  for  each  of  the  four 
word  locations.  Table  5-5  shows  the  sequence  for  these  pushes 
and  pops.  Vendor  A's  tests  did  not  thoroughly  verify  bit  in¬ 
dependence  within  each  word.  Vectors  were  added  to  repeat 
the  above  tests  with  1001,  0110,  and  1010  patterns  which  com¬ 
pletes  the  tests  for  bit  independence  within  each  word.  All 
combinations  were  applied  to  FE  and  PUP  to  thoroughly  check 
the  operation  of  the  stack  pointer. 

General  Tests  and  Comments 

a)  During  the  review  of  the  functional  test,  Vendor  A  decided 
to  add  all  of  the  switching  speed  test  patterns  to  their  func¬ 
tional  test,  thus  increasing  the  functional  test  from  349  to 
826  vectors.  This  decision  was  based  on  finding  a  device 
(tested  by  them)  that  exhibited  a  stuck- at-fault  in  the 
stack  that  was  detectable  by  the  switching  speed  test 
patterns  but  not  the  functional  test  patterns. 
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Table  5-4  Stack  Contents  to  Check  Word  Independence 
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Deration 

Stk 

w.3 

Stk 

h 

1  00 

ft* 

Stk 

^3 

Vector 

Push 

0 

0101 

1 

lili 

2 

1111 

3 

1111 

itt-S 

Push 

1 

0101 

2 

1111 

3 

1111 

0 

0101 

Ut, 

Pod 

3 

0101 

1 

1111 

2 

1111 

3 

0101 

h  1 

Push 

1 

0101 

2 

1111 

3 

1111 

0 

0101 

):  3 

Push 

2 

1101 

3 

1111 

0 

0101 

1 

0101 

i+  5 

Pop 

1 

0101 

2 

1111 

3 

0101 

0 

0101 

h: 

Push 

2 

01  01 

3 

1111 

0 

0101 

1 

0101 

toi 

Push 

0 

0101 

"\ 

U01 

1 

U01 

2 

0101 

1 03 

Pop 

2 

3 

01  31 

0 

0101 

1 

0101 

VO1; 

Push 

3 

'i 

0101 

1 

0101 

2 

0101 

V0 

Pus  h 

0 

01  u 

1 

U01 

2 

0101 

3 

0101 

Sll 

Pop 

3 

0101 

0 

noi 

1 

0101 

2 

0101 

513 

Note  1. 

On  Pus 

a,  old  Stk  3 

word  changes 

to  the 

new 

word 

beinu 

pushed 

Other 

ft* 

cot. tents  remain  the 

same . 

2. 

Stk  0 

contents 

on 

rectors 

with 

underlined  words 

a  re 

obser.ed  on  the  Y  outputs  to  .erify  that  0101  was 
stored  in  that  word  location. 


Table  5  _5  stack  Contents  to  Check  Bit  Independence 

b)  It  was  found  that  the  original  test  did  not  verify  IC  pin 
and  data  path  independence .  During  the  test,  the  OR  in¬ 
puts  were  either  all  ones  or  all  zeroes.  Also,  the  even 
and  odd  bits  of  the  R  inputs  and  the  even  and  odd  bits  of 
the  D  inputs  were  always  in  the  same  state.  The  addi¬ 
tion  of  the  switching  speed  test  patterns  corrected  these 
deficiencies.  The  independence  of  OE  to  the  other  pins 
was  only  partially  checked  because  OE  was  held  at  a  zero 
daring  the  entire  test.  The  capability  of  the  device  to  go 
into  the  high-impedence  state  was  never  verified.  Vec¬ 
tors  were  added  to  complete  the  test  for  independence  and 
to  verify  the  high-impedence  capability. 

c)  The  bit  independence  and  integrity  of  the  instruction, 
stack,  and  program  counter  registers  were  verified.  All 
flip-flops  were  checked  for  0  to  0,  0  to  1,  1  to  0,  and  1  to 
1  transitions.  The  independence  of  each  line  in  the  five 
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data  paths  (Instruction  Register  to  Y,  Stack  Outputs  to  Y, 
OR  inputs  to  Y,  D  inputs  to  Y,  and  Program  Counter  to 
Stack)  was  verified  and  it  was  shown  that  each  line  can 
pass  a  one  and  a  zero. 

Summary  of  the  Switching  Speed  Test  Evaluation 


Vendor  A's  switching  speed  tests  were  divided  into  propagation 
delay,  set-uptime,  hold-time,  and  clock  parameter  tests.  Most  of 
the  test  patterns  were  acceptable.  However,  two  of  the  set-up  time 
patterns  specified  ones  for  the  OR  inputs,  thus  preventing  any  failures 
from  being  detected.  Changes  were  made  to  the  vectors  to  correct  this 
problem.  Vendor  A  requested  a  change  of  the  test  mode  for  the  set¬ 
up  time  tests  which  impacted  the  evaluation.  This  request,  made 
after  the  initial  evaluation  of  the  patterns,  necessitated  another  eval¬ 
uation  to  determine  if  the  tests  were  still  valid.  Vendor  A  does  not 
presently  perform  100  percent  hold-time  tests  on  these  devices,  but 
they  did  supply  GE  with  recommended  tests  which  were  reviewed, 
augmented,  and  included  in  the  slash  sheet.  In  the  clock  parameter 
tests  the  minimum  clock  high  and  low  times  were  verified  using  the 
functional  test  patterns.  A  maximum  frequency  test  was  not  performed 
but  one  was  added  by  GE. 

Discussion 


The  propagation  delay,  set-up  time,  and  hold  time  tests  were  per¬ 
formed  with  a  number  of  short  patterns.  GE’s  tester  could  not  be  used 
to  extract  these  patterns  from  the  test  program  that  Vendor  A  provided 
on  magnetic  tape  due  to  the  format  that  was  used.  Therefore,  the 
vectors  were  manually  reformatted  to  facilitate  the  evaluation.  The  Y 
outputs  which  were  irrelevant  (don’t  cares)  were  listed  as  zeroes  in 
Vendor  A’s  test  patterns  even  though  some  of  them  were  actually  ones. 
To  eliminate  confusion,  all  the  irrelevant  Y  outputs  were  changed  to 
X’s.  Vendor  A  did  not  provide  any  switching  speed  test  patterns  used 
exclusively  to  check  the  clock  parameters. 

A  description  of  each  of  the  four  types  of  switching  speed  tests  is 
given  below.  Any  changes  that  were  made  to  the  patterns  are  also 
given. 
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1.  Propagation  Delay  Tests 


The  tests  which  verified  the  maximum  propagation  delays 
were  well  written  and  very  thorough.  The  delays  from  the  D 
inputs  to  the  Y  and  C^  +  4  outputs  were  checked  by  having  each 
input  assume  a  one  and  zero  state  with  the  other  three  in  the 
complement  state.  The  same  approach  was  used  to  check  the 
delays  from  the  OR  inputs  to  the  Y  and  Cn+4  outputs  and  the 
delays  from  the  clock  to  the  Y  and  C^+4  outputs  via  the  R 
registers.  The  delay  from  the  clock  to  the  Y  and  C^+4  out¬ 
puts  via  the  program  counter  was  checked  by  forcing  the  in- 
crementer  to  count  from  0  to  15  and  observing  the  Y  and 
Cn+4  outputs  at  the  specified  propagation  delay.  The  delays 
from  the  clock  to  the  Y  and  Cjvj+4  outputs  via  the  stack  were 
tested  by  pushing  four  groups  of  words  into  the  stack,  one  at 
a  time,  and  verifying  the  delay  to  pop  them  out.  The  four 
groups  of  words  were  as  follows: 

1)  0001,  0010,  0100,  1000 

2)  1110,  1101,  1011,  0111 

3)  oooo,  mi,  oooo,  mi 

4)  nil,  oooo,  ini,  oooo 

In  order  to  verify  the  delay  from  CN  to  Cn+4,  1111  was 
applied  to  the  incrementer  and  was  forced  to  go  high  and 
low.  The  delay  from  Cjsj-  to  Cjvj+4  was  specified  as  18  ns  by 
Vendor  A.  The  differences  between  the  delays  from  other 
inputs  to  Y  and  other  inputs  to  C^+4  were  10  to  12  ns  even 
though  the  same  number  of  gates  are  in  each  path.  Vendor  A 
said  that  the  input  transistor  on  the  input  is  larger  than 
the  internal  transistors  and  that  the  higher  capacitance  of  this 
transistor  causes  the  to  C^+4  delay  to  be  longer. 

The  delay  from  SO  and  SI  to  Y  and  Cjvj+4  was  thoroughly 
checked  by  applying  the  12  possible  transitions  of  SO  and  SI 
and  by  sensitizing  the  Y  and  0^4.4  outputs  to  detect  any 
failures.  A  list  of  these  12  transitions  and  the  part  of  the 
multiplexer  that  is  being  tested  by  each  vector  are  given  in 
Tables  5 -6  and  5-7,  respectively. 
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*9- 

*10. 

*n. 

*12. 


Transitions 


No  Change 


°0 

b0 

S1 


0 
0  ■ 

1 

1 

0 

1 

1 

0- 


1 

1 

•0 

.0 
>  1 

•  0 
►  0 
.1 


Vec t o r (s Which  Tests 
This  Comoination 


1. 

so 

0  > 

1 

(Sq  - 

=  1) 

710 

2. 

So 

1  -> 

0 

(Si  = 

=  1) 

711 

3. 

So 

0  -> 

1 

(Si  = 

=  0) 

714 

4. 

so 

1  — > 

0 

(Sq  - 

‘  0) 

"15 

5. 

Si 

0  — > 

1 

(Sq 

=  1) 

Y22 

6. 

S1 

1  — > 

0 

(Sq  = 

=  1) 

721  &  ,23 

Y. 

S1 

0  — * 

1 

(s0  = 

.  0) 

■-'05 

8. 

Si 

1  > 

0 

(S.J  ’ 

=  0) 

,'04 

Ylo  &  ,20 
Y1Y 
YOD 
YOY 


*  The  combinations  in  which  transitions  occur  on  both  S0  and  f- ^ 
are  not  required  but  were  performed  by  Vendor  A. 


Table  5-6  Twelve  Combinations  of  Sq  and  Sj 

The  pattern  submitted  by  Vendor  A  for  the  SO  and  SI  tests 
listed  only  half  of  the  vectors  actually  used.  The  other  half 
were  generated  by  having  the  test  prograip  invert  the  data  on 
the  multiplexer  inputs  and  the  Y  outputs.  GE  expanded  the 
pattern  to  include  these  vectors. 

To  test  the  delay  for  the  "ZERO  input,  the  Y  and 
outputs  were  forced  high  by  driving  the  multiplexer  with  all 
ones.  Then  the  ZERO  input  was  driven  low  and  the  outputs 
were  checked.  A  list  of  the  multiplexer  inputs  that  are  tested 
by  each  vector  is  given  in  Table  5-8. 

The  delay  to  enable  and  disable  the  three-state  outputs  was 
verified  with  both  ones  and  zeroes  on  the  Y  outputs. 

2.  Set-Up  Time  Tests 

Vendor  A  originally  ran  the  set-up  time  patterns  twice 
using  the  return-to-zero  (RZ)  and  return-to-one  (RO'I  test  modes. 
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Vector  Zero  PC  I  Stk.  I  IR  I  Direct  OR  Y 


After  GE  had  completed  their  evaluation  of  these  tests,  Vendor 
A  requested  to  use  their  tester's  exclusive-or  (XOR)  mode  for 
the  input  under  test  since  this  would  facilitate  calibration  of 
their  tester.  An  evaluation  revealed  that  the  change  in  test 
mode  had  a  significant  impact  on  the  validity  of  some  of  the 
tests  since  more  than  one  input  was  being  tested  at  a  time. 
Vendor  A  then  suggested  changing  the  test  so  that  only  one 
input  would  be  tested  at  a  time.  The  affected  patterns  were 
reviewed  again  to  ensure  that  all  of  the  set-up  times  were 
being  verified. 

There  are  three  parts  of  the  2909  for  which  set-up  times 
are  specified:  the  instruction  registers,  the  program  counter 
registers,  and  the  stack  pointer.  The  evaluation  of  the  tests 
for  each  part  is  discussed  below. 

a)  Instruction  Registers 

The  set-up  time  for  the  Register  Enable  input  (RE)  was 
verified  by  forcing  it  low  and  high  at  the  specified  set-up 
time  before  the  rising  edge  of  the  clock  and  checking 
whether  the  contents  of  the  R  registers  changed  or  re¬ 
mained  the  same.  A  "1  to  0"  and  "0  to  1"  transition  was 
made  for  each  bit  before  the  clock.  The  change  in  test 
mode  did  not  impact  these  tests. 

b)  Program  Counter  Registers 

The  set-up  time  tests  for  the  program  counter  registers 
were  more  difficult  to  evaluate  because  the  vectors  were 
not  in  a  logical  sequence.  The  change  in  test  mode  had 
a  significant  impact  on  thest  tests. 

Checking  of  these  set-up  times  required  a  two  vector 
sequence.  The  input  under  test  was  changed  at  the 
specified  set-up  time  before  the  clock  on  the  first  vector. 
On  the  following  vector,  the  data  that  should  have  been 
loaded  into  the  program  counter  was  verified  at  the  Y 
outputs.  The  tests  using  the  RZ  and  RO  modes  and  the 
XOR  mode  testing  four  inputs  at  once  were  not  complete. 
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Table  5-9  indicates  which  transitions  could  not  be  verified 
using  these  test  modes.  The  tests  in  which  only  one  pin 
is  tested  at  a  time  using  the  XOR  mode  are  complete.  No 
additional  vectors  were  required. 

Some  modifications  were  made  to  the  pattern  which  checks 
the  OR  inputs.  The  OR  inputs  were  logic  l's  on  many  of 
the  vectors  when  the  data  from  the  program  counter  should 
have  been  verified  and  any  set-up  time  failure  would  be 
masked.  Therefore,  all  of  the  OR  inputs  were  changed 
to  zeroes  on  these  vectors. 

The  input  was  completely  tested  by  the  occurrence  of 
a  0  to  1  and  1  to  0  transition  on  each  data  path  from  the 
CN  input  to  the  program  counter  registers.  One  pattern 
is  used  to  test  the  SO,  SI,  and  ZERO  inputs.  The  set¬ 
up  times  are  verified  for  all  eight  combinations  of  these 
three  inputs.  A  few  vectors  had  to  be  modified,  however, 
because  the  OR  inputs  were  again  ones  when  the  program 
counter  output  was  being  verified. 

c)  Stack  Pointer 

The  tests  which  verify  the  set-up  timesjmr  the  Push  Pop 
input  (PUP)  and  the  File  Enable  input  (FE)  did  not  re¬ 
quire  any  changes  or  additions.  The  failures  which  could 
occur  if  the  set-up  times  are  not  met  are  listed  in 
Tables  5-10  and  5-11.  All  possible  failures  are  detected 
for  each  combination  of  PUP,  FE,  and  the  logic  states  of 
the  flip-flops  in  the  stack  pointer.  A  list  of  the  opera¬ 
tion  being  verified  by  each  vector  and  the  failures  which 
can  be  detected  for  the  PUP  tests  are  given  in  Table  5-12. 

Hold  Time  Tests 

Vendor  A  does  not  presently  perform  hold  time  tests  on 
each  device  but  did  provide  GE  with  a  set  of  vectors  which 
could  be  used  for  this  purpose.  The  vectors  submitted  by 
Vendor  A  which  checked  the  hold  times  for  RE,  R,,  FE,  and 
PUP  were  identical  to  the  ones  for  the  set-up  times  on  these 
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-  N'T 


-.4‘, 


(  Dr.lv 


■sr 


Operation  Being  Performed 

Possible  Failures 

POP  (PUP  =  0)  --  Counter 

Decrements 

POP  -  Counter  Increments 

PUSH  --  Counter  Increments 
PUSH  --  Counter  Decrements 

PUSH  (PUP  =  1)  --  Counter 

Increments 

PUSH  --  Counter  Decrements 

POP  -  Counter  Decrements 

POP  -  Counter  Increments 

- 

Table  5  -10  PUP  Set-Up  Time  Tests 


Operation  Being  Performed 

Possible  Failures 

No  Operation  (FE  =  1) 
or 

PUSH  (FE  =  0,  PUP  =  1) 
or 

POP  (FE  =  0,  PUP  =  0) 

PUSH  --  Increment  * 

PUSH  --  Decrement 

PUSH  --  No  Change 

PUSH  --  Increment  Twice 

POP  -  Increment 

POP  ---  Decrement  * 

POP  ---No  Change 

POP  -  Increment  Twice 

*  Normal  Operation  for  PUSH  and  POP 


Table  5-11  FE  Set-Up  Time  Tests 
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\  -  •-  'tv,. 


Y  Output 


Operation  to 

Expected 

Possible 

for  each 

Validit-, 

Vert  or 

be  Perfori  ed 

Y  Output 

Pa i lures 

Fa i lure 

of  Test 

L3< 

Pl'P-D 

mo 

POP-I 

xyxx 

fud 

PUS  H  - 1 

0110 

FND 

PUS11-D 

Olio 

FDD 

13ee 

POP-I) 

101.1 

POP-I 

1)11 

FND 

PUSH.-I 

1100 

FD 

PUSH-D 

1100 

FD 

I3i>- 

PUGH- 1 

0111 

PUSH-1) 

0111 

FND 

POl'-l) 

>  y  x  > 

FDSV 

POP-I 

0111 

FDSV 

13  .I 

PUSH- I 

11)0 

PUSH-D 

1 100 

FND 

POP-D 

1011 

FD 

POP-I 

1011 

FD 

13  T 

PUGH -I 

1  >0.1 

PUSH-D 

1000 

FDSV 

l\op-D 

0111 

FD 

POP-I 

yyyx 

FND 

1'  ? 

POP-D 

1100 

POP-I 

1011 

FD 

PUSK-I 

1101 

FD 

PUSH-D 

1101 

FD 

13.  3 

POP-D 

0111 

POP-I 

1000 

FD 

PUSH-I 

1001 

FD 

PUSH-D 

1001 

FD 

13  !; 

PUGH- I 

1101 

PUSH-D 

1101 

FND 

POP-D 

1011 

FD 

POP-I 

110.) 

FD 

13  r> 

PUGH- 1 

100  1 

PUSH-D 

100.) 

FDSV 

POP-D 

0111 

FD 

POP-I 

1000 

FND 

1  • 

pi  y - 1 

1  L  1  0 

PUSH-I) 

1 110 

FDSV 

POP-D 

11)1 

FD 

POI-I 

1011 

FD 

1  ‘ 

PO.'-D 

1)11 

POP-I 

0  111 

FD 

P'C'h-I 

1  101 

FD 

PUSH-D 

1  !  U 

FI' 

t  ■  • 

U  P-.D 

1 1 11 

POP-I 

111  ) 

y]) 

PUSH-1 

111  1 

FD 

P' ‘  H  - 1 1 

mi 

v\\ 

Table  5-12  Operations  Performed  by  the  PUP  Set-Up  Time  tests 
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-t-** 


V  { 


Operation  to 

Ez peeled 

Pos  s  i ■  le 

f;>r  esc:. 

‘.'a  1  i  d  i 

Vector 

be  Performed 

Y  output 

Pa  i  i'.rer. 

Fa  i  lore 

~>f  Te: : 

1401 

PUSH-I 

1  X)1 

PUSH-D 

1  >01 

t*  DF  v 

POP-D 

.oil 

r  D 

POP- 1 

1  ID  ' 

FD 

l4'02 

PUSH-I 

HID 

PUSH-D 

111  ' 

FTV 

POP-D 

1101 

FD 

pop- 1 

1110 

f:;d 

1U03 

PUSH-I 

1010 

PUSH-D 

1010 

FDDV 

POP-D 

1001 

FD 

pop- 1 

•0111 

vn 

1404 

POP-D 

1110 

POP- 1 

1.101 

FD 

PUSH-I 

1111 

FD 

PUSH-D 

1 111 

FD 

i4of; 

POP-D 

1001 

POP- 1 

1  n 

!•’ !' ) 

PUSH-I 

1011 

FD 

PUSH-D 

1  oil 

FD 

140 O 

POP-D 

1101 

POP- 1 

1110 

FD 

PUSH-I 

1111 

FD 

PUSH-D 

1111 

FD 

140'/’ 

POP-D 

1010 

POP- 1 

10  u 

FD 

PUS  fi- 1 

1 01 0 

KXY 

FUSH-D 

1  u  0 

trvT) 

1U10 

POP-D 

1110 

POP- 1 

mi 

y  [') 

PUSH-I 

1 1 1  0 

"DSY 

PUSH-D 

1110 

FDD 

1411 

POP-D 

1001 

Pop-T 

1.1  ' 

vn 

PUSH-I 

1  'll 

FD 

push-d 

1  'll 

vn 

1412 

PUSH-I 

1111 

;.j;  •nn.T) 

111; 

T4 

;v  p.;i 

1 1  'i 

fd 

1VF-J 

1 1 1 0 

1413 

PUSH-I 

PH  i 

PUSH-:'- 

1  U  1 

;  * 

1  'i 

po;  -T 

1  0  ■ 

v;  ;n 

1414 

PUSH-I 

1  >  VO 

■  j  ’  ■  *  *  •'  _  *  y 

'  >  •  i 

V  'X' 

P-P 

Hi! 

h”' 

1  V  l  _  J 

1  1  1 

V 

Table  5-12  (cont'd)  Operations  Performed  by  the  PUP  Set-Up  Time  Tests 
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V  C  ut  Cut 


Cperaii'r.  f 

'■■'.v  pect.ed 

Possible 

for  esc) 

Vb  1  i< 

Vector 

:  e  Ter 

Failures 

Fa i lure 

r 

iUl*. 

pop-o 

IV l  - 

POP- 1 

1  XT 

is  n 

PUi'H-T 

1 VI  i 

FO 

puPH-n 

1011 

FP 

i'-l. 

po?-0 

1  1  1  i 

POP- 1 

\>v> 

Ft 

PUSH-I 

on  n 

F  T\ 

PIWH-D 

0001 

FO 

otes : 

')  is 

dec  rer.er.t 

T  i  s 

i  nc  re-  e:  ! 

v.  in 

data  uursP.  iwu 

p  t 

lie  f  i  t 

'.it  i  'ns  Validity  Test: 

FO 

--  Kail-ire  will  e  detected  f run.  Y  output 

FDF  V 

--  Fail  .re  will  ;>e  detected  'ey  a  successive  .  em 

IP*'*', 

--  Failure  will  nit  ce  detected 

Table  5-12  (Concluded)  Operations  Performed  by  PUP  Set-Up  Time  Tests 


inputs  and  did  not  require  any  modification.  The  input  under 
test  data  in  the  hold  time  test  patterns  for  the  Dj,  OR-,  CN, 
SI,  SO,  and  ZERO  inputs  was  inverted  from  what  it  was  in 
the  set-up  time  patterns.  The  Y  outputs  were  different  be¬ 
cause  they  were  observed  before  the  clock  low  to  high  edge 
in  order  to  properly  check  the  hold  times  for  the  data  which 
enters  the  Program  Counter.  The  tests  for  these  six  inputs 
were  found  to  be  inadequate.  Instead  of  modifying  these 
tests,  a  decision  was  made  to  use  the  vectors  from  the  set¬ 
up  time  tests.  A  few  changes  were  required  to  the  Y  outputs 
for  the  Cvj,  SI,  SO,  and ITERCT tests  because  the  outputs  are 
checked  before  the  clock  pulse. 

4.  Clock  Parameter  Tests 

Vendor  A  used  the  functional  test  patterns  to  verify  the 
minimum  clock  high  and  low  times.  However,  they  did  not 
specify  and  verify  a  maximum  frequency.  GE  learned  from 
Vendor  A  that  the  period  for  the  maximum  frequency  is 
greater  than  the  sum  of  the  minimum  clock  high  and  low 
times.  Therefore,  a  maximum  frequency  test  was  added  by 
GE  to  verify  this  parameter.  The  test  uses  the  functional 
test  patterns  and  specifies  a  limit  obtained  from  Vendor  A. 
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TEoT  DEVELOM-IEUT  FOR  THE  2910  MICHCPROGEAi  CCRTnoi^E;-. 

l.bject  i  ve 

The  purpose  of  this  evaluation  was  to  review  the  tests  which  Yen.-.  or 
had  submitted  for  inclusion  in  the  slash  sheet  for  the  291  ,.  Tr.e  approach 
used  was  the  Procedure  for  LSI  Test  Development  which  is  d  ocu.mer.ted  in 
RADC  Report  RADC"TR-7h- 13?'  and  will  not  be  repeated  here.  The  Mock.  diagram 
for  the  2910  is  shown  in  Figure  6-1. 


Summary  of  the  Functional  Test  Evaluation 

Vendor  A  provided  GE  with  a  gate-level  logic  diagram  and  a  description 
and  listing  of  their  functional  and  switching  speed  test  patterns .  Vendor 
A’s  functional  test  consists  of  2079  vectors  which  are  divided  into  the 
following  nine  test  patterns:  a  preliminary  check,  a  pattern  for  each  of 
five  functional  blocks,  and  three  switching  speed  patterns.  The  291.  is 
thoroughly  tested  by  these  patterns  except  for  nit  independence  within  the 
word  locations  in  the  Stack  and  the  Y  output  iiigh-Irpedar.ee  capability.  GE 
added  vectors  to  correct  these  deficiencies. 


Discussion 

For  test  purposes-  Vendor  A  divided  the  Mock.  diagram  in  Fi-rure  6-1  into 
the  following  five  functional  blocks: 

1.  Multiplexer 

2.  Register/Counter  and  Zero  Detector 

3-  Inerementer  and  Microprogram  Counter /Register 

4.  StacK  and  Stack  Pointer 

5.  Instruction  PLA 

The  Procedure  for  LSI  Test  Development  was  used  as  a  guideline  for 
determining  the  test  requirements  for  each  of  these  Mocks. 

Vendor  A  provided  GE  with  a  description  and  listing  f  their  f  met  i  •g-.a'I 
and  switching  speed  test  patterns  and  a  gate-level  lo-ic  diagram.  Tie- 
functional  test  consists  of  a  preliminary  check  pattern,  a  pattern  f  r  each 
of  the  five  functional  blocks  ,  and  three  switch  in--  speed  -attorns  .  A’,. 

the  functional  test  patterns  are  performed  wit.,  a;:  early  strove  in  vhic: 
the  outputs  are  ]  ooked  at  before  the  rising  edge  of  the  e  ; -1  c-..  T  .cref.-r-, 
any  register  contents  which  change  >n  the  risin  •  e-ig.e  of  the  o',  -<->•.  us".  - 
verified  on  the  following  vector.  Each  M  or  <  was  rm.-piet  f-ly  tested  e:ce.‘ 
the  Gtack  and  Stack  pointer,  for  which  !  it  inder.e--.cer.ee  n  each  r  :  was 
not  thorou  -hly  checked.  A  brief  .lescript.i  m  of  earn  rafter-  an?  a  - 
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D,  CP 


Figure  6- 1  2910  BLOCK  DIAGRAM 
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that  were  recocjnended  !•;.  .ih  are  -j  vet;  :»eJ  aw . 

1 .  Preliminary  Cheek 

This  pattern  of  vectors  is  used  for  a-  ;  •  ilia!  r'r.er*  •’  i 
before  the  remainder  of  the  functional  test  is  porf-;r 
loaded  into  the  t..roc  set  s  o'"  re-'-'sters  ( i  ro  -ra~  d 
Counter  and  Lta'  •r)  at:  tine  e  intents  .  f  cac  are  verified, 
road  from  each  the  ur  Knit  ip  lexer  data  so’.r  -o:  .  1 '  ’ : 
very  effective  in  ;eri  :'y  in  the  ’-asic  .  pc  ratio:  if  ca 
funct  i  ora  1  b  1  ockr. . 


2 .  Mu it  1 p ; oxer 

The  Multiplexer  patter:.  checKr-  the  capai  id  it;  t  parr  a  -r\ 
?ero  it',  eact,  select!  «  pos :  tion .  The’  pattern  is  deni  •  t 
data  words  (AfiA  and  s‘3r')  pass  from  ear'::  data  source  w:u  1c  t1 
complemented  word  (5C^5  art'-'.  AAA)  is  at  the  d  her  ‘dree  sour.- 
However,  He.  ister  'counter  inputs  were  trot.  •  ’•  e  c  v  rlc-:.c-  *. 
inputs  when  the  Htac-;  was  hein  *  used  as  the  data  s.  ri-c .  1 
complement  ir.to  tie  He  -ister  'Counter  IK  ci  an  e.i  tie  HI..;  i  r.p- 
lo.-ic  "0"  on  vectors  3.,  1223,  and  IT  pi  Tarie  6-1  •'  ' 

input  states  for  ear.,  ’at  a  source  d-sriti  •.  the  test  ir.ci  u::H 
change  which  dK  cade. 


:  ia.: 
;t  t  . 

t.he 
t  :  .c 


The  RL-liET  Instruction  or.  the  Multiplexer  is  verified  a;'..'.;  i 
ones  to  the  data  incuts  durir.  -  RKJK?  and  ver :  :’y ! r.  *  that  nor  ;.es 
present  on  the  V  outputs,  hit  independence  of  the  data  inputs 
completely  verified  by  this  pattern  However,  it  !s  eu  v  Lett  : 
the  patterns  for  the  other  functional  bluets  are  uses. 


3  .  He -ister 'counter  and  Hero  Detect,  or 


The  Register /Counter  and  Hero  Detector  are  ti.ru.  ..is  to: 
pattern.  Th.e  first  part,  of  t.he  test,  loads  111,  •.  1  ‘  1 

into  the  Register  Counter  and  then  verifies  the  presence 
while  the  complemented  data  is  on  the  1)  inputs.  Tic  re:-.: 


t  of  t.s.e  re  i. 
.  A  ‘  jW  ('  a  - 
i-’i  urc 


pattern  loads  a  one  and  i  hot  a  vers  into  each  hit  of  t.s.e  re  is: 
with  the  complement  loaded  into  the  other  clever..  A  flow  c-.a-t 
which  shows  what  the  subroutine  does  is  -j  sen  1  r.  r’i  ~:re  1  :  ■ 

Hero  Detector  chec  ;s  t.he  <•  stents  of  the  He  ister  'in:  c>-  •'  :-cr  •< 

thus  determining  whether  a  hold  or  decrement  operat  ion  is  perfor ■  e 
The  Zero  Detector  output  to  the  riA  is  verified  for  both  vers  and 
non-zero  data  in  the  Rev ister /Counter .  It  is  verified  that  t  he  RH. 

input  takes  priority  over  the  load,  hold,  and  decrement  control  ::s 

from  the  PL/A.  Bit  independence  and  re -ister  in.te  rity  are  u:  e---.c  : 
the  Register ^Counter . 

U .  Incrementer  and  Microprogram  Counter 

This  nattern  is  divided  into  two  subroutines  which  tr.  rou  test 


t  or-  eu 
and 
,e 

si  in: 
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Selected 

Input 

Data  at 
Selected 
Input 

Data  at  Deselected  Inputs 

D 

R 

F 

PC 

D 

555 

AAA 

V 

AAA 

555 

AAA 

555 

AAA 

555 

R 

555 

AAA 

AAA 

555 

H 

AAA 

555 

AAA 

555 

F 

555 

AAA 

AAA 

555 

5552 

AAA3 

m 

AAA 

555 

PC 

555 

AAA 

AAA 

555 

AAA 

555 

x 

RESET 

000 

FFF 

FFF 

FFF 

FFF 

Nates : 


l)  D  =  D  Inputs,  R  =  Register/Counter ,  F  =  Stack, 
PC  =  Program  Counter 
2  )  Changed  to  AAA 
3)  Changed  to  555 


Table  6-1  Input  States  (Hexadecimal)  of 
Multiplexer  Data  Sources 
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the  Incrementer  and  Program  Counter  l’or  stuck-at-faults .  The  first 
subroutine  consists  of  a  two  vector  sequence  which  is  repeated  13 
times.  The  first  vector  loads  the  following  data  words  into  the 
Program  Counter  while  the  Cl  input  is  at  a  logic  "0"  and  the  second 
vector  verifies  them  at  the  Y  outputs: 

000000000000 

000000000001 

000000000011 

000000000111 

000000001111 

000000011111 

000000111111 

000001111111 

000011111111 

000111111111 

ooilllllllll 

011111111111 

111111111111 

The  second  subroutine  contains  three  vectors  which  are  repeated  13 
times.  The  first  vector  of  this  subroutine  also  loads  the  above  data 
words  into  the  Program  Counter  while  the  Cl  input  is  at  a  logic  "0". 
However,  on  the  next  vector  the  Cl  input  is  at  a  logic  "1”  resulting 
in  the  following  data  words  being  incremented  before  they  are  loaded 
into  the  Program  Counter : 


111111111110 

111111111101 

111111111011 

111111110111 

111111101111 

111111011111 

111110111111 

111101111111 

111011111111 

110111111111 

101111111111 

011111111111 

111111111111 

The  incremented  data  words  are  the  complement  of  the  initial  data  words 
that  were  leaded  into  the  Program  Counter.  By  verifying  the  contents 
of  the  Program  Counter  on  the  last  vector,  the  test  for  the  carry-in 
circuitry  is  completed.  Bit  independence  and  register  integrity  are 
not  checked  completely  by  this  pattern.  However,  these  tests  are 
completed  by  the  Ctack  and  Stack  Pointer  pattern  which  uses  the 
Program  Counter  to  input  data  into  the  Stack. 


5 .  Stack  and  Stack  Pointer 


The  Stack,  arid  Stacx.  Poi.ru.er  are  tested  with  the  subroutine  shown  m 
Table  6-2.  The  following  operations  are  performed:  a  clear,  a  r.o.c, 
five  pushes,  and  eight  pops.  The  lo  groups  of  words  shown  in  Table 
6-3  are  pushed  into  the  Stack  and  are  verified  at  the  Y  outputs  when 
they  are  popped  out.  Each  group  consists  of  six  words  but  only  the 
first  five  (P-^  -  Pc,)  actually  get  written  into  the  StacK.  The  six’*:, 
one  could  be  written  into  the  Stack  if  a  failure  occurs.  The  Stac* 
output  for  the  three  extra  pops  is  not  obvious  but  is  predictable. 

For  all  three  the  Stack  output  is  the  third  word  (P3)  that  is  written 
into  the  Stack. 

This  pattern  thoroughly  checks  word  independence  and  register 
integrity  but  does  not  completely  check  bit  independence  within  each, 
word.  Figure  6-3  snows  which  bits  were  not  completely  checked.  The 
results  are  only  given  for  four  Stack  locations;  GO,  01,  10,  and  11. 
The  fifth  location  is  the  Stack  register  throu  'h  which  all  Etacx  data 
passes.  It  will  be  thoroughly  tested  if  the  other  locations  are 
thoroughly  tested.  The  followin’  three  groups  of  words  were  added  to 
the  test  by  GE  to  complete  the  test  for  bit  independence: 

17)  PI  1111  GOOG  1111  lr)  pi  CO 00  1111  1111 


19)  PI  0011  0011  0011 


This  pattern  also  includes  an  "extra  push"  test  in  which  six 
consecutive  pushes  are  performed.  Vendor  A's  data  sheet  states  that 
the  word  at  the  top  of  the  Stack  is  written  over  but  it  is  actually 
the  second  word  down  (the  fourth  word  written  into  the  Gtaex)  whlcn  : 
lost.  Table  6-4  shows  the  Stack  contents  and  Y  outputs  for  each 
vector  for  the  extra  push  test.  Since  five  or  more  pushes  are 
performed  during  both  parts  of  the  Stack  test,  the  operation  f  t  <:• 
FULL  output  is  also  verified. 

6.  Instruction  PLA 

The  Instruction  PIV\  is  thoroughly  tested  by  this  pattern  whim  mnt.a  i 
lPll  vectors.  The  pattern  contains  a  subroutine  which  is  repeated  i.' 
times.  Each  of  the  lo  instructions  is  performed  for  all 
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Stack  Locations 


Instr 

1 

Stack 

Oper. 

1 

Stack 

R>inter 

PC 

Stack  Locations 

1 

H 

B 

S.R. 

00 

01 

10 

11 

0 

■ 

C 

000 

U 

u 

u 

u 

U 

000 

2 

H 

Pi 

U 

■ 

pi 

Pl 

1 

U 

001 

P2 

P1 

1 

> 

p2 

p2 

1 

U 

010 

p3 

P2 

1 

i 

*i 

> 

r 

p3 

p3 

1 

U 

Oil 

Pu 

p3 

> 

t 

1 

I 

>2 

Pi 

Pl 

1 

U 

100 

p5 

Pi 

p3 

1 

f 

p5 

p5 

1 

U 

101 

P6 

P5 

P6 

p6 

A 

0 

100 

P5 

P1 

P5 

P1 

A 

0 

Oil 

pi 

P3 

P1 

P3 

BB 

0 

010 

p3 

p2 

p3 

P2 

B 

0 

001 

p2 

Pi 

P2 

pl 

B 

0 

000 

P1 

■a 

Pl 

pl 

n 

0 

000 

Pi 

H 

Pi 

p3 

B 

0 

000 

p3 

B 

p3 

p3 

BS 

0 

000 

_p i_ 

El 

_ 5> 

t - 

_ i 

c _ 

' 

L _ 

_ i 

c - 

Notes : 


1)  Under  Stack  Operation,  C  -  Clear,  H  Hold,  U 

2)  S.K.  Stack  Register,  PC  ■*  Prop.rari  Counter 

3)  Y~  '  Y  outputs  with  early  strobe 
1)  Y*  Y  outputs  with  late  strobe 
b)  U  Undefined  for  Stack  locations 
6)  Data  is  in  Hexadecimal 


Push,  P  =  Pop 


Table  6-2  Stack  and  Stack  Pointer  Subroutine  H 1 
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■■■Vrr-jfv  :C 


Note : 


An  X  indicates  that  bit  independence  has  been  < 
the  two  correspond  nip,  bits  f^r  one  of  the  two  i 
conditions . 


StacK  Location  00 


1.) 

[u 


X 


A 

X 


state  I  3i‘-  ir.  *'i”  sta*. 


Stack 

Oper. 

Stack 

{fainter 

P.C. 

Stack 

Locations 

~ 

MUX 

Input 

Y' 

Y+ 

F* 

F+ 

S.R. 

H.R. 

00 

01 

10 

11 

0 

c 

000 

000 

777 

U 

U 

U 

u 

U 
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000 

000 

1 

1 

H 

DOC 

020 

777 

U 

u 

U 

u 
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820 

820 

1 

1 

1 

U 

001 

1*10 

t'20 

777 

777 

U 

U 

D 

1*10 

410 

1 

1 

■Si 

U 

010 

20h 

1*10 

720 

820 

U 

D 

20h 

208 

1 

1 

m 

U 

Oil 

lot 

2  oh 

1*10 

> 

f 

1*10 

D 

10U 

104 

1 

1 

i 

U 

100 

082 

lot 

208 

208 

vj 

f 

D 

082 

082 

1 

1 

U 

101 

■Otl 

0h2 

10t 

101* 

D 

01*1 

04l 

1 

i 

U 

101 

AAA 

04l 

082 

082 

D 

AAA 

AAA 

0 

0 

A 

0 

100 

04l 

082 

,11*1 

F 

041 

082 

0 

1 

A 

0 

Oil 

0,32 

20h 

082 

F 

082 

208 

1 

1 

A 

0 

010 

20c 

1*10 

201' 

F 

208 

410 

1 

1 

A 

0 

001 

4 10 

720 

1*10 

F 

410 

820 

1 

1 

A 

0 

000 

■'20 

082 

820 

F 

820 

0f>2 

1 

1 

A 

0 

000 

O  '2 

201' 

,Vi2 

F 

08  2 

208 

1 

1 

A 

0 

no  e 

20, 

208 

208 

F 

208 

208 

1 

1 

A 

0 

000 

2  Oh 

2  Oh 

208 

i - 

cJ 

Ll 

£_ 

F 

208 

208 

1 

1 

Notes : 


1)  Under  Stack  Operation, C  -  Clear,  H  ■  Hold,  U  -  Push,  0  -  Pop 

2)  P.C.  Program  Counter,  3.R.  •  Stack  Register,  H.R,  -  Holding  Register 

3)  Y"  and  F*-  y  and  F  outputs  with  early  strobe 

4)  Y*  and  F*  y  and  F  outputs  with  late  strobe 

5)  U  Ur, defined  for  Stack  locations 

hi  Under  MUX  Input,  0  -  Reset,  D-D  Inputs,  F  -  Stack 
:)  Data  is  in  Hexadecimal 


Tai, ,e  6 -1*  Stack  and  Stack  Pointer  Subroutine  //2 
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combinations  of  the  CC  input,  the  RLD  input,  and  the  Register /Counter 
contents  (GOO  or  111).  When  each  instruction  under  test  is 

performed,  unique  data  words  are  contained  in  the  Etack,  Program _ 

Counter ,  and  Register  /Counter .  All  16  outputs  (Yq_j_j_,  PL,  MAP,  VECT , 
and  FULL)  are  verified  for  each  instruction.  It  is  verified  that 
every  operation  that  should  occur  on  each  instruction  does  occur.  If 
the  specified  operation  is  not  performed,  the  failure  can  be  detected 
and  isolated  because  of  the  unique  data  words  from  each  data  source. 
Table_6_-5  contains  a  copy  of  the-  subroutine  for  Instruction  u  with  CC 
-  0,  RLD  =  0,  and  Reg./Cntr.  -  GOO.  This  particular  combination  for 
Instruction  0  verifies  all  the  operations  except  a  Hold  of  the 
Register /Counter  which  is  verified  oy  another  one  of  tne  eight 
combinations.  The  subroutines  for  trie  other  instructions  are  similar. 

Switching  Speed  Patterns 


Three  of  the  switching  speed  test  patterns,  1,  2,  and  5,  are  used  as 
part  of  the  functional  test.  Patterns  1  and  2  use  an  early  strobe. 
Pattern  1  verifies  a  group  of  data  words  at  tne  Y  outputs.  The  D 
inputs  and  the  Program  Counter  are  used  as  data  sources .  Pattern  2 
loads  data  into  the  Register /Counter  and  verifies  it  at  the  Y  outputs. 
Pattern  5  does  not  require  a  clock.  It  verifies  the  three  Enable 
outputs.  These  three  patterns  are  explained  in  more  detail  in  the 
Discussion  of  the  switching  speed  tests. 

General  Tests  and  Comments 


Vendor  A  performs  the  functional  test  twice:  first,  with  the  inputs 
switching  when  the  clock  is  high  and  then,  again,  with  the  inputs 
switching  when  the  clock  is  low.  Different  failures  will  be  detected 
by  each  test.  The  functional  test  is  not  performed  at  maximum 
frequency  and  does  not  verify  switching  speed  -parameters .  Therefore, 
separate  switching  speed  tests  are  performed.  Neither  the  functional 
nor  switching  speed  tests  were  performed  with  the  inputs  at  threshold 
levels.  However,  during  Vendor  A's  DC  tests  threshold  levels  were 
applied  to  some  of  the  inputs  as  part  of  the  required  preconditioning 
for  the  V01  and  V0H  measurements.  These  DC  tests  were  expanded  by  ;E 
to  apply  threshold  levels  to  all  the  inputs.  Any  threshold  level 
failure  will  be  detected  by  a  Vqj  or  V()]j  measurement . 

Vendor  A's  data  sheets  do  not  explain  what  happens  to  the  Dtacd  after 
a  REDET  operation  or  more  than  five  pushes  or  pops.  An  explanation 
of  these  operations  war.  obtained  from  Vendor  A  in  order  to  understand 
the  functional  test  patterns. 

Vendor  A's  functional  test  did  not,  contain  a  pattern  to  check  the  hi  t. 
impedance  capability  of  the  Y  outputs.  A  pattern  to  cheer,  this  was 
added  by  GE . 
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Summary  of  the  Switching  Opeed  Test  Evaluation 

The  switching  speed  tests  which  Vendor  A  provided  checked  most  of  the 
propagation  delays,  set-up  times,  hold  times,  and  clock  parameters.  Vendor 
A  supplied  six  switching  speed  test  patterns  but  many  of  the  functional  test 
patterns  are  also  used  to  check  the  switching  speed  parameters^  A  High- 
Impedance  pattern  was  added  by  GE  to  check  the  delay  from  the  OE  input  to 
the  Y  outputs.  A  maximum  frequency  test  was  also  added  by  GE.  The  specifiea 
limit  was  obtained  from  Vendor  A.  The  pattern  which  checks  the  delay  for 
the  Register ^Counter  contents  to  change  from  a  zero  value  to  a  non-zero 
value  is  being  revised  by  Vendor  A  based  on  GE  comments . 


Discussion 


Vendor  A's  switching  speed  tests  check  propagation  delays,  set-up 
times,  hold  times,  and  clock  parameters.  Many  of  the  patterns  that  are  used 
to  measure  or  verify  these  parameters  are  functional  test  patterns  which 
were  previously  described.  There  are  also  six  additional  patterns  which 
are  used.  Table  6-b  shows  which  patterns  are  used  to  check  each  switchin  ; 
speed  parameter.  Five  of  the  six  switching  speed  patterns  consist  of 
subroutines  which  use  all  or  part  of  the  following  2b  data  words: 


J 

DW(J) 

J 

dw(,t) 

1 

000000000000 

14 

111111111111 

2 

i  >00000000001 

15 

111111111110 

3 

000000000010 

lb 

111111111101 

4 

00000000010m 

17 

13  minion 

5 

000000001000 

In 

11111111. Ull 

6 

000000010000 

19 

111111101111 

'T 

\ 

000000100000 

20 

111111011111 

00000100-0000 

21 

limoiiiin 

9 

000010000000 

22 

iniJiiinii 

10 

000100000000 

23 

11101:111111 

11 

001000000000 

?4 

11  minim 

12 

010000000000 

25 

101111111111 

13 

100000000000 

2o 

0111111111 11 
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of  each  of  the  patter 
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Note;  An  X  to  the  right  of 
a  Switching  Speed  Parameter 
indicates  that  the  pattern 
listed  above  the  X  is  used 
as  part  of  the  test  which 
checks  that  parameter. 
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|  parameters 
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Test  Patterns 


Combinatorial  Delays 

1  E  I 
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Delays  From  Clock 
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CP — >  Y  (I  -  0-7,  A-E) 
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D - * 
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.1st  of  Patterns  for  Switching  Speed  Tests 


and  aru  verified  at  the  Y  outputs .  Pattern  1  is  also  used  for 

several  other  switching  speed  tests  as  shown  in  Table  6-b.  It  Is  user, 
with  an  early  strobe  (checking  the  outputs  oerore  tr<e  ris  ing  euro  of 
the  clock)  and  a  late  strobe  ( checking  tne  out  outs  after  tr.e  ■ 

edge  of  the  clock).  For  some  tests  the  input  dat-  is  inverted.  it..- 
output  data  for  Pattern  1  is  dependent  or.  whether  as.  ear.y  or  xtte 
■strobe  is  used  and  whether  normal  or  inverted  L  input  aata  is  apr.  .led. 

Pattern  2 


This  pattern  loads  data  words  into  the  Register/Counter  to  check  the  D 
set-up  time  to  R  and  the  RLD  set-up  tir.e.  Tne  Re  -.ister /Counter  is 
loaded  first  with  DW(j)  by  Instruction  C  (LDCT)  and  then  again  with 
dwTjT  f  rom  the  RLD  input.  The  Register /Counter  contents  are  verified 
for  both  data  words  and  the  subroutine  is  repeated  for  J  -  i  -  2o. 
Pattern  2  is  also  used  to  test  many  other  switching  speed  parameters 
with  early  and  late  strobes  and  with  normal  and  inverted  D  input  data. 

Pattern  3 


The  delay  from  CP  to  Y  via  the  Register /Counter  for  Instruction  0  - 
and  A  -  E  is  checked  by  using  the  RLD  input  to  load  it  first  with 
Dw(  j)  and  then  with  DW(j)  for  J  -  1  -  13 .  The  Register/Counter 
contents  are  verified  at  the  Y  outputs.  For  Instructions  0  -  "  and 
A  -  E  the  delays  from  CP  to  Y  via  the  Program  Counter  and  Stack 
registers  are  checked  with  functional  test  patterns . 


Pattern  4 


Three  different  subroutines  are  contained  in  this  pattern  to  verify  the 
operation  of  the  Zero  Detector  for  the  three  instructions  (8,  o,  and  F) 
which  are  dependent  on  its  output .  In  each  subroutine  Instruction  C  is 
used  to  load  data  word  "001"  into  the  Register /Counter .  Then  the 
Register /Counter  is  decremented  on  Instruction  8,  9,  or  F  and  the  PLA 
selects  the  proper  Multiplexer  output  for  the  condition  when  the 
Register /Counter  contents  are  zero.  The  other  registers  are  loaded  with 
DW(J),  DWTJT,  or  AAA.  If  the  correct  data  source  is  not  selected  within 
the  maximum  delay,  the  incorrect  data  word  will  be  read  at  the  Y 
outputs.  The  subroutines  are  repeated  for  J  1  -  26.  This  pattern 
verifies  the  delay  (CP  to  Y  when  I  =  l>,  9>  or  F)  for  the 
Register /Counter  to  decrement,  for  the  Zero  Detector  output  to 
indicate  zero,  and  for  the  Multiplexer  to  change  data  sources. 

Pattern  4a 


Vendor  A  developed  this  pattern  to  check  the  CP  to  Y  delay  when  the 
Register/Counter  changes  fro;;,  all  zeroes  to  a  non-zero  data  word. 
Vendor  A  stated  that  the  counter  is  optimized  to  count  down  and  tr.e  CP 
to  Y  delay  is  the  longest  when  the  Register  is  changing  fro::,  a  zero 
value  to  a  non-zero  value  (counting  up).  Three  different  subroutines 
are  again  used,  one  for  each  of  the  instructions  (,;,  g  and  F)  that  are 
dependent  on  the  Register /Counter  contents. 
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'.'■•roes  are  first,  loaded  into  the  Register  ^Counter  Then  Instruction 
C  is  used  to  load  the  Register ''Counter  with  D(K)  where  D(K.)  is 
definec  as  follows: 

K  g(K) 

1  000000000010 

2  00000  000100 

3  000000001000 

4  000000010000 

3  000000100000 

6  000000111110 

Instruction  8,  or  1'  follows  Instruction  C  and  the  delay  for  the 
hero  Detector  output  to  affect  the  PLA  and,  finally,  the  Multiplexer 
and  Y  outputs  is  checked.  The  Multiplexer  inputs  are  either  DW(j)  or 
DW ( J )  for  the  PC,  F,  and  D  inputs  and  if  the  CP  to  Y  delay  is  not  met, 
the  incorrect  Y  outputs  will  be  obtained. 

OF  questioned  some  of  the  Y  outputs  in  Pattern  4a.  Vendor  A  reviewed 
the  pattern  and  determined  that  the  timing  waveforms  need  to  be 
modified .  The  CC  and  CCEN  inputs  were  applied  at  the  beginning  of  the 
cycle  but  the  Instruction  inputs  were  not  applied  until  after  the 
rising  edge  of  the  clock.  This  caused  the  wrong  outputs  to  occur. 
Vendor  A  will  provide  a  revised  timing  diagram  for  the  slash  sheet. 

Pattern  5 


The  three  Enable  outputs  are  checked  with  this  pattern.  All  lb 
instructions  are  performed  to  verify  the  correct  states  on  each  output 
and  to  insure  that  the  maximum  propagation  delays  are  not  exceeded. 

No  clock  is  used  for  this  pattern. 

general  Tests  and  Comments 


Most  of  the  switching  speed  parameters  were  thoroughly  checked  by 
Vendor  A's  tests.  The  tester’s  XOR  mode  was  used  for  the  input-under¬ 
test.  This  mode  forces  tie  complement  state  on  the  input  pin  prior 
lo  the  tests.  The  necessary  transitions  from  0  to  1  and  1  to  0  were 
made  for  each  parameter  to  check  the  delay,  set-up,  and  hold  times. 

The  inly  pattern  that  Vendor  A  did  not  provide  was  a  High-Impedance 
pattern  to  check  the  i e lay  from  the  OF  input  to  the  Y  outputs  .  ;,E 
aided  a  pattern  whic.i  uses  Instruction  2  to  force  the  Y  outputs  to  all 
logic  "1"  or  logic  "0”  and  enables  the  High-Impedance  capability.  This 
pattern  was  added  to  the  functional  and  the  switching  speed  tests. 

The  functional  test  and  some  of  the  switching  speed  test  patterns  are 
used  to  verify  the  minimum  clock  high  and  low  times.  A  maximum 
freoueticy  test  was  added  by  GE  which  uses  the  same  patterns  and 
specifies  a  1  is.it  obtained  from  Vendor  A. 
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After  the  RESET  operation  (instruction  0)  is  performed  by  some  of  tne 
switching  speed  patterns,  the  Stack  output  is  checked.  It  is  nontally 
undefined  but  the  patterns  specify  that  after  RESET  a  certain  output 
should  be  present.  After  discussion  with  Vendor  A  and  review  of  tne 
logic  diagram,  GE  determined  that  the  Stack  output  is  predictable  and 
is  dependent  on  the  previous  Stack  output,  the  Program  Counter  output, 
and  the  Stack  Holding  Register  output. 
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SECTION  VII 


MIL- M-3 8510/440  UPDATE 


The  2901A  Four  Bit  Microprocessor  Slice  was  characterized  and 
the  MIL-M-38510 /440  slash  sheet  developed  for  it  on  a  previous  RADC 
contract  as  described  in  Report  RADC-TR-78- 138.  As  Vendor  A  re¬ 
viewed  the  slash  sheet  and  began  writing  test  programs  to  conform  to 
its  requirements  it  became  necessary  to  make  changes  to  the  speci¬ 
fication. 

This  section  describes  the  major  changes  made  to  the  slash  sheet 
since  its  original  release.  Since  the  2901A  is  not  qualified  as  yet, 
additional  changes  may  be  required  in  the  future. 

1.  Pattern  modification 

Vendor  A  requested  changes  to  some  of  the  functional  and 

AC  test  patterns  to  facilitate  testing.  The  following  is  a  brief 

description  of  the  changes  that  were  made. 

a)  The  RAM  shift  portion  of  the  functional  test  was  modified 
so  that  the  entire  RAM  is  preloaded  prior  to  performing  a 
given  shift  function  on  all  sixteen  addresses.  Previously 
each  location  was  checked  separately. 

b)  A  new  pattern  was  developed  to  test  the  propagation  de¬ 
lays  into  and  out  of  the  high  impedance  state. 

c)  Pattern  1  was  augmented  so  that  it  could  be  used  to  test 
all  of  the  propagation  delays  from  the  Ag  -  Aq  inputs. 
Previously  Patterns  1  and  2  had  to  be  used. 

d)  New  AC  patterns  were  developed  to  check  the  minimum 
clock  high  time  and  the  maximum  frequency  for  shifting 
the  Q  register.  These  patterns  were  variations  of  the 
RAM  shift  and  Q  register  shift  portions  of  the  functional 
test,. 
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2.  Waveform  changes 


Waveforms  were  added  as  required,  for  some  of  the  new 
patterns.  Some  of  the  waveforms  in  the  slash  sheet  were 
modified  to  make  them  compatible  with  Vendor  A's  test  cap¬ 
ability  or  for  clarification. 

3.  Addition  of  subgroups  7  +  and  8  + 

The  functional  test  was  originally  specified  to  be  run  at 
the  maximum  frequency  possible  taking  into  account  the  worst 
case  set  up  times  and  propagation  delays.  This  was  done  to 
allow  as  many  of  the  internal  paths  as  possible  to  be  checked 
dynamically. 

Vendor  A  requested  the  addition  of  a  functional  test  which 
could  be  run  with  relaxed  timing.  Since  the  2901A  is  a  bipolar 
device,  large  amounts  of  current  are  drawn  as  the  transistors 
are  switching.  This  results  in  the  generation  of  noise  on 
tester  ground  and  device  outputs  during  test.  Bv  relaxing  the* 
timing  for  the  functional  test,  the  outputs  can  settle  before 
they  are  strobed  thus  resulting  in  fewer  good  devices  being- 
rejected. 

Subgroup  7  +  and  8+  were  created  for  the  relaxed  timing 
functional  test.  They  will  be  used  for  interim  electrical  para¬ 
meters,  final  electrical  test  parameters,  and  Group  C  and  D 
end  point  electrical  parameters  as  specified  in  Table  II  of  Urn 
slash  sheet.  Subgroups  7  and  8  will  still  be  us^d  for  final 
electrical  test  parameters  and  Group  A  test  requirements  as 
specified  in  Table  II  of  the  slash  sheet. 

4.  Threshold  test  development 

Functional  tests  are  usually  specified  to  be  performed 
with  V  jjj  and  Vjp,  at  their  minimum  and  maxi  mum  values  re¬ 
spectively.  F’or  the  2901A  this  would  be  Vtj.j  2.0  V  and 
VfL  -  0.8  V.  However,  because  of  the  tester  noise  problem 
described  above,  Vendor  A  requested  t hat  the  input  levels  he 
relaxed.  It  was  agreed  that  Vju  2.4  V  and  Vj^  0.5  Y 
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could  be  used  for  the  functional  test  input  levels  if  it  was  veri¬ 
fied  during  the  DC  tests  that  the  device  would  operate  at  the 
specified  input  thresholds. 

A  sequence  of  vectors  was  developed  for  this  purpose. 

All  of  the  inputs  are  sensitized  to  outputs  to  guarantee  that 
any  failures  will  be  detected.  These  vectors  minimize  the 
number  of  inputs  switching  at  one  time  and  they  can  be  run  at 
a  slow  rate  to  reduce  the  effects  of  tester  noise. 

5.  Addition  of  double  ended  limits 

Double  ended  limits  were  added  for  Vql>  vOH»  an(*  ProP~ 
agation  delays  which  have  been  specified  with  single  ended 
limits  in  the  past.  The  added  limits  will  be  used  only  during 
the  qualification  of  a  device.  They  were  added  to  guarantee 
that  all  devices  qualified  to  a  slash  sheet  are  similar  in  per¬ 
formance  for  a  range  of  parameter  values. 

6.  Miscellaneous  slash  sheet  changes 

Other  changes  to  the  slash  sheet  included  eliminating  all 
references  to  circuit  B  and  specifying  the  operating  region  at 
Tc  =  125 °C.  The  latter  change  was  required  so  that  the 
maximum  allowable  junction  temperature  of  the  device  would 
not  be  exceeded.  This  also  eliminates  the  ambiguity  of  the 
definition  of  ambient  temperature. 
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SECTION  VIII 


REVIEW  OF  MIL- M-3 85 10/421 


The  8212  eight  bit  I/O  port  was  characterized  and  the  MIL-M- 
38510/421  shash  sheet  developed  for  it  on  a  previous  RADC  contract  as 
described  in  Report  RADC- TR-78- 138.  The  functional  test  included 
in  the  slash  sheet  was  developed  by  GE  following  a  gate  level  analysis 
of  the  8212. 

Vendor  C  requested  that  they  be  allowed  to  qualify  the  8212  using 
their  in  place  test  capability  in  lieu  of  the  tests  specified  in  the  shash 
sheet,  They  specified  their  tests  in  a  proposed  Table  III  A  which  would 
be  added  to  the  slash  sheet  and  could  be  used  in  place  of  Table  III 
Table  III  A  was  submitted  to  RADC  and  DESC  along  with  a  list  ol  dif¬ 
ferences  between  it  and  Table  III. 

GE  reviewed  this  information  and  contacted  Vendor  C  for  clarifi¬ 
cation.  They  provided  additional  information  which  answered  some  of 
the  questions  that  existed.  It  was  found  that  the  submitted  tests 

do  not  test  all  of  the  slash  sheet  parameters  and  that  the  in¬ 
formation  provided  in  Table  III  A  does  not  provide  sufficient  and 
accurate  conditioning  for  those  that  are  done. 

GE  submitted  a  list  of  comments  and  recommendations  regarding 
the  proposed  tests  to  RADC,  DESC,  and  Vendor  C.  Vendor  C  is  re¬ 
viewing  these  recommendations  so  that  a  disposition  of  the  8212  testing 
can  be  made. 
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SECTION  IX 


PRELIMINARY  REVIEW  OF  MF.CATEST  Q8000  TESTER 
APPLICABILITY  TO  MIL-M-38510  TESTING 

As  more  and  more  vendors  began  to  use  dedicated  benchtop  testers  in  their 
test  areas  it  became  necessary  for  GE  to  learn  the  capabilities  of  these 
machines  so  that  it  could  be  determined  whether  they  can  be  used  for  testing 
MIL-M-38510  devices.  One  of  the  more  popular  dedicated  testers  is  the  Mega¬ 
test  Q8000.  It  was  the  first  one  selected  for  evaluation  because  Vendor  c  is 
using  it  to  test  the  8048  which  is  being  characterized  on  another  contract 
(F306Q2-78-C-0189)  with  RADC.  In  addition.  Vendor  C  has  proposed  using  their 
existing  Q8000  tests  for  the  8212  Eight  Bit  I/O  Port  and  the  8224  Clock  Gen¬ 
erator  and  Driver  in  lieu  of  those  specified  in  the  slash  sheets  for  these 
devices.  The  review  of  the  alternate  8212  tests  is  described  in  Section  VIII 
of  this  report. 

Megatest  was  contacted  for  information  on  the  Q8000.  They  provided  a  data 
package  which  included  a  sales  brochure,  a  test  language  users  guide,  and 
hardware,  operators,  and  programming  and  interface  manuals.  This  information 
was  reviewed  and  Megatest  was  contacted  for  clarification  of  some  of  the  items. 

The  Q8000  is  designed  to  perform  functional  tests  and  check  all  AC  and  DC 
parameters  for  any  LSI  device  (up  to  40  pins  and  in  TTL,  NMOS ,  or  5  V  CMOS). 
The  source  of  data  for  the  functional  tests  is  provided  by  a  removable  module 
called  a  Functional  Data  Module  (FDM) .  Three  basic  types  of  FDM's  are  avail¬ 
able.  The  universal  ROM/PROM  module  can  be  used  to  test  and  program  any  ROM 
or  EPROM  up  to  32  K  bits;  the  truth  table  module  is  used  for  stored  response 
testing  of  simple  devices;  and  the  reference  system  module  is  used  to  emulate 
complex  LSI  devices  in  real  time.  The  reference  system  module  contains  a 
device  identical  to  the  one  under  test  and  several  support  chips.  Inputs  are 
applied  to  the  reference  device  and  then  to  the  device  under  test,  on  the 
next  clock  cycle,  after  being  conditioned  by  the  pin  electronics.  The  outputs 
of  the  device  under  test  are  compared  to  the  outputs  of  the  reference  device 
which  were  stored  on  the  previous  cycle.  The  Q8000  has  a  single  threshold 
comparator  on  each  pin  so  two  or  more  passes  have  to  be  made  through  the  test 
if  it  is  desired  to  compare  the  outputs  at  more  than  one  level  -  eg.  Vqh,  Vop, 
etc . 

DC  parameters  such  as  power  supply,  input,  and  output  currents  and  AG  param¬ 
eters  such  as  propagation  delays,  setup  and  hold  times,  and  clock  cvcle  times 
can  be  checked.  The  setup  and  hold  times  and  the  output  strobe  times  are 
controlled  bv  one  shots  on  the  FDM. 


Several  potential  problem  areas  relative  to  the  use  of  a  Q8000  need  to  be 
investigated  before  it  is  deemed  acceptable  for  testing  MIL-M-38510  devices. 
Some  of  these  are  described  below? 


1.  Use  of  one  shots  -  The  use  of  one  shots  to  control  the  timing  for  the 
test  could  result  in  a  problem  of  parameter  repeatability  and  might 
necessitate  frequent  calibration  of  the  FDM. 

2.  FDM  space  problem  -  The  FDM  has  space  on  it  for  2b  9602  one  shots  and 
approximately  100  16  pin  IC's  (less  if  larger  IC's  are  used).  If  the 
FDM  circuitry  requires  additional  space  then  test  compromises  have  to  be 
made.  This  problem  was  encountered  during  the  evaluation  of  Vendor  C's 
test  for  the  8212  which  is  a  relatively  simple  device.  All  of  the  AC 
parameters  are  not  being  checked  because  there  is  not  enough  space  for 
all  of  the  one  shots  required. 

3.  Pattern  documentation  -  The  use  of  a  reference  system  module  reduces 
program  storage  because  a  single  command  generates  many  bits  ol  a  test 
pattern.  However,  unless  the  test  program  is  well  documented  it  is  not 
apparent  what  data  is  being  operated  on  because  it  is  obtained  from  a 
memory  on  the  FDM  and  the  outputs  are  not  known  since  they  exist  onlv 
temporarily  in  the  FDM.  Knowledge  of  the  circuitry  on  the  FDM  and  the 
contents  of  any  memories  used  is  required  to  determine  what  the  inputs 
and  outputs  are  at  any  given  time.  A  listing  of  the  entire  test  pattern 
should  be  available. 

These  are  some  of  the  problems  encountered  to  date  in  evaluating  the  Q8000. 
Others  may  arise  as  the  characterization  of  the  8048  continues.  The  final 
report  for  contract  F30602-78-C-0189  will  include  a  continuation  of  OK's 
evaluation  of  the  Q8000. 
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ft  RAPC  plan*  and  executes  research,  de.veZopme.nt,  test  and  t 

%  Selected  acquisition  program a  -on  Auppo>tt  o^  Command,  Control  v 
&  Communications  and  Intelligence  (C3I)  activities.  Technical  ? 
%  and  eng-oiee/Ung  support  within  areas  oh  technical  competence  C 
<A  provided  to  ESP  Program  OUices  fP0A)  and  otfeeA  ESP  * 

U  elements.  The  principal  technical  mission  areas  one  S 

?  communications,  electromagnetic  guidance  and  control,  sur-  $ 
5  veillance  oh  ground  and  aerospace  objects,  intelligence  data  t 
V  collection  and  handling,  inhormation  system  technology,  v 

fe  ionospheric  propagation,  solid  state  sciences,  microwave  ™ 
%  physics  and  electronic  reliability,  maintainability  and 
$  compatibility. 
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